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LED Bulb, A Type VOLTAGE (V)



90-264VAC



POWER FACTOR



0.5



CCT (K)



2700 ~ 6500



CRI (Ra)



≥80



BASE / CAP



E26 / E27



HOUSING



Aluminum with PC cover



LIFETIME (HRS)



25000



Model No.



Wattage (W)



Lumen (lm)



Angle ( °)



Size (mm)



BA06FVE27



6



470



220



60*110



BA09FVE27



9



806



220



60*110



BA12FVE27



12



1055



220



60*110



BA15FVE27



15



1520



200



60*118
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LED Bulb, P45 VOLTAGE (V)



90-264VAC



POWER FACTOR



0.5



CCT (K)



2700 ~ 6500



CRI (Ra)



≥80



Angle ( °)



180



HOUSING



Aluminum with PC cover



LIFETIME (HRS)



25000



Model No.



Wattage (W)



Lumen (lm)



Base



Size (mm)



BP04FVE14



4



336



E14



45*80



BP04FVE27



4



336



E27



45*79



BP06FVE14



6



470



E14



45*80



BP06FVE27



6



470



E27



45*79
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LED Bulb, Globe VOLTAGE (V)



90-264VAC



CCT (K)



2700 ~ 6500



CRI (Ra)



≥80



BASE / CAP



E26 / E27



HOUSING



Aluminum with PC cover



LIFETIME (HRS)



25000



Model No.



Wattage (W)



Lumen (lm)



Angle ( °)



Power Factor (PF)



Size (mm)



BG04FVE27



4



336



180



0.5



45*79



BG12FVE27



12



1010



200



0.9



95*139



BG18FVE27



18



1620



270



0.9



120*183
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LED Bulb, Filament (Globe) VOLTAGE (V)



90-132VAC / 180-264VAC



POWER FACTOR



0.5



CCT (K)



2700 ~ 6500



CRI (Ra)



≥80



ANGLE ( °)



360



SIZE (mm)



45*84



LIFETIME (HRS)



25000



Model No.



Wattage (W)



Lumen (lm)



Base



BG02FFVE14



2



250



E14



BG02FFVE27



2



250



E27



BG03FFVE14



4



470



E14



BG03FFVE27



4



470



E27
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LED Bulb, Filament (A60) VOLTAGE (V)



90-264VAC



POWER FACTOR



0.8



CCT (K)



2700 ~ 6500



CRI (Ra)



≥80



ANGLE ( °)



360



LIFETIME (HRS)



25000



Model No.



Wattage (W)



Lumen (lm)



Base



Size (mm)



BA04FFVB22



4



470



B22



60*103.5



BA04FFVE27



4



470



E27



60*105



BA06FFVB22



6



810



B22



60*103.5



BA06FFVE27



6



810



E27



60*105
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LED Bulb, ST64 VOLTAGE (V)



90-132VAC / 180-264VAC



POWER FACTOR



0.5



CCT (K)



2700 ~ 6500



CRI (Ra)



≥80



ANGLE ( °)



360



BASE



B22 / E27



LIFETIME (HRS)



25000



Model No.



Wattage (W)



Lumen (lm)



Base



Size (mm)



BS04FFVB22



4



470



B22



64*141.5



BS04FFVE27



4



470



E27



64*143



BS06FFVB22



6



810



B22



64*141.5



BS06FFVE27



6



810



E27



64*143



* B22 Size: 64*141.5 (mm)
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LED Bulb, BT46 VOLTAGE (V)



90-132VAC/ 180-264VAC



POWER FACTOR



0.5



CCT (K)



2700 ~ 6500



CRI (Ra)



≥80



ANGLE ( °)



360



SIZE (mm)



46*105



BASE



E27



HOUSING



Aluminum



LIFETIME (HRS)



25000



Model No.



Wattage (W)



Lumen (lm)



BS04FFVB22



4



470



BS04FFVE27



6



810



9 / 55



LED Candle, Filament VOLTAGE (V)



90-132VAC / 180-264VAC



POWER FACTOR



0.5



CCT (K)



2700 ~ 6500



CRI (Ra)



≥80



ANGLE ( °)



360



LIFETIME (HRS)



25000



Model No.



Wattage (W)



Lumen (lm)



Base



Size (mm)



C02FFVE14



2



250



E14



35*99



C02FFVE27



2



250



E27



35*92



C03FFVE14



4



470



E14



35*99



C03FFVE27



4



470



E27



35*92



*Tail lampshade are available.
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LED Candle, Frosted VOLTAGE (V)



90-264VAC



POWER FACTOR



0.5



CCT (K)



2700 ~ 6500



CRI (Ra)



≥80



ANGLE ( °)



220



HOUSING



Aluminum with PC cover



LIFETIME (HRS)



25000



Model No.



Wattage (W)



Lumen (lm)



Base



Size (mm)



CF03FVE14



3



250



E14



37*107



CF03FVE27



3



250



E27



37*102



CF04FVE14



4



336



E14



37*107



CF04FVE27



4



336



E27



37*102



CF05FVE14



5



420



E14



37*107



CF05FVE27



5



420



E27



37*102



* Tail lampshade are available. * IC circuit, non-RC.
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LED Candle, Clear VOLTAGE (V)



90-264VAC



POWER FACTOR



0.5



CCT (K)



2700 ~ 6500



CRI (Ra)



≥80



ANGLE ( °)



220



HOUSING



Aluminum with PC cover



LIFETIME (HRS)



25000



Model No.



Wattage (W)



Lumen (lm)



Base



Size (mm)



CC03FVE14



3



250



E14



37*107



CC03FVE27



3



250



E27



37*102



CC04FVE14



4



336



E14



37*107



CC04FVE27



4



336



E27



37*102



CC05FVE14



5



420



E14



37*107



CC05FVE27



5



420



E27



37*102



* Tail lampshade are available. * IC circuit, non-RC.
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LED Spot, MR16 GU10 VOLTAGE (V)



90-265VAC



POWER FACTOR



0.5



CCT (K)



2700 ~ 6500



CRI (Ra)



≥80



BASE / CAP



GU10



HOUSING



Aluminum with PC cover



LIFETIME (HRS)



25000



Model No.



Wattage (W)



Lumen (lm)



Angle ( °)



Size (mm)



GU1003FVA24



3



250



24



53*50



GU1003F\A38



3



250



38



53*50



GU1004FVA24



4



336



24



53*50



GU1004FVA38



4



336



38



53*50



GU1006FVA24



6



520



24



53*50



GU1006FVA38



6



520



38



53*50



GU10075FVA24



7.5



600



38



50*58



* Dimmable available.
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LED Spot, MR16 GU5.3 VOLTAGE (V)



12



POWER FACTOR



0.5



CCT (K)



2700 ~ 6500



CRI (Ra)



≥80



BASE / CAP



GU5.3



HOUSING



Aluminum with PC cover



LIFETIME (HRS)



25000



Model No.



Wattage (W)



Lumen (lm)



Angle ( °)



Size(mm)



GU5303LVA24



3



190



24



47*50



GU5303LVA38



3



190



38



47*50



GU5304LVA24



4



250



24



47*50



GU5304LVA38



4



250



38



47*50



GU5306LVA24



6



420



24



47*50



GU5306LVA38



6



420



38



47*50



GU5307LVA24



7



520



38



50*55



GU5307LVA38



7



520



38



50*55



GU53075LVA24



7.5



600



38



50*55



GU53075LVA38



7.5



600



38



50*55
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LED Spot, R39/50/63/80 POWER FACTOR



0.9



CCT (K)



2700 ~ 6500



CRI (Ra)



≥80



ANGLE ( °)



120



HOUSING



Aluminum with PC cover



LIFETIME (HRS)



25000



Model No.



Voltage (V)



Wattage (W)



Lumen (lm)



Base



Size(mm)



R39045V1E14



120



4.5



380



E14



39*70



R39045V2E14



230



4.5



380



E14



39*70



R5006V1E14



120



6



470



E14



50*90



R5006V2E14



230



6



470



E14



50*90



R6309V1E27



120



9



800



E26/E27



63*100



R6309V2E27



230



9



800



E26/E27



63*100



R8011V1E27



120



11



970



E26/E27



80*100



R8011V2E27



230



11



970



E26/E27



80*100
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LED Spot, BR20/30/40 POWER FACTOR



0.9



CCT (K)



2700 ~ 6500



CRI (Ra)



≥80



ANGLE ( °)



120



BASE / CAP



E26 / E27



HOUSING



Aluminum with PC cover



LIFETIME (HRS)



25000



Model No.



Voltage (V)



Wattage (W)



Lumen (lm)



Size (mm)



BR2009V1E27



120



9



800



63*100



BR2009V2E27



230



9



800



63*100



BR3012V1E27



120



12



1100



95*128



BR3012V2E27



230



12



1100



95*128



BR4016V1E27



120



16



1600



125*160



BR4016V2E27



230



16



1600



125*160
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LED Spot, AR111 POWER FACTOR



0.8



CCT (K)



2700 ~ 6500



CRI (Ra)



≥80



ANGLE ( °)



40



HOUSING



Aluminum



LIFETIME (HRS)



25000



Model No.



Voltage (V)



Wattage (W)



Lumen (lm)



Base



Size (mm)



AR15L1G53



12



15



1050



G53



111*60



AR13FVG53



90-264



13



1050



G53



111*60



AR165FVG53



90-264



16.5



1350



G53



111*60



AR13FVG10



90-264



13



1050



G10



111*76



AR165FVG10



90-264



16.5



1350



G10



111*76



* LED package: COB.
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LED Spot, PAR20/30/38 Power Factor



0.7



CCT (K)



2700 ~ 6500



CRI (Ra)



≥80



ANGLE ( °)



38



BASE / CAP



E26 / E27



HOUSING



Aluminum with PC cover



LIFETIME (HRS)



25000



Model No.



Voltage (V)



Wattage (W)



Lumen (lm)



Size (mm)



PAR2008V1E27



120



8



600



63*82



PAR2008V2E27



230



8



600



63*82



PAR3013V1E27



120



12



900



95*96



PAR3013V2E27



230



12



900



95*96



PAR3818V1E27



120



18



1300



120*130



PAR3818V2E27



230



18



1300



120*130
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LED Downlight, Round VOLTAGE (V)



90-264VAC



POWER FACTOR



0.9



CCT (K)



2700 ~ 6500



CRI (Ra)



≥80



ANGLE ( °)



120



HOUSING



Aluminum with PC cover



LIFETIME (HRS)



25000



Model No.



Wattage (W)



Lumen (lm)



Cut Size (mm)



Size (mm)



DC06FV



7



520



90



120*35



DC09FV



9



710



90



120*35



DC12FV



12



900



110



140*35



DC15FV



15



1100



150



180*35



DC20FV



20



1450



150



180*35
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LED Downlight, Square VOLTAGE (V)



90-264VAC



POWER FACTOR



0.9



CCT (K)



2700 ~ 6500



CRI (Ra)



≥80



ANGLE ( °)



120



HOUSING



Aluminum with PC cover



LIFETIME (HRS)



25000



Model No.



Wattage (W)



Lumen (lm)



Cut Size (mm)



Size(mm)



DS06FV



6



450



110



120*120*14



DS09FV



9



680



130



150*150*14



DS12FV



12



890



160



170*170*14



DS18FV



18



1320



210



225*225*14



DS24FV



24



1750



280



300*300*14



* Above are LED edge-lit panels.
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LED T8 Tube, Ballast-integrated VOLTAGE (V)



90-264VAC



POWER FACTOR



0.9



CCT (K)



2700 ~ 6500



CRI (Ra)



≥80



BASE / CAP



G13



LIFETIME (HRS)



25000



Model No.



Wattage (W)



Lumen (lm)



Angle ( °)



Size (mm)



Housing



T809FVIP



9



900



180



26*588



PC+AL



T818FVIP



18



1800



180



26*1198



PC+AL



T809FVIGH



9



990



300



26*588



Glass



T818FVIGH



18



1980



300



26*1198



Glass
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LED T8 Tube, Ballast Separated POWER FACTOR



0.9



CCT (K)



2700 ~ 6500



CRI (Ra)



≥80



ANGLE ( °)



300



BASE / CAP



G13



HOUSING



Aluminum with PC cover



LIFETIME (HRS)



25000



Model No.



Voltage (V)



Wattage (W)



Lumen (lm)



Ballast



Size (mm)



T809SV1E



90-130



9



1000



Electronic



30*588



T809SV1M



90-130



9



1000



Magnetic



30*588



T818SV1E



90-130



18



2000



Electronic



30*1198



T818SV1M



90-130



18



2000



Magnetic



30*1198



T809SV2E



175-264



9



1000



Electronic



30*588



T809SV2M



175-264



9



1000



Magnetic



30*588



T818SV2E



175-264



18



2000



Electronic



30*1198



T818SV2M



175-264



18



2000



Magnetic



30*1198



* Separated Ballast, directly replaced without removed the original ballast whether electronic or magnetic type.
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LED T8 Tube, Ballast Separated VOLTAGE (V)



90-264VAC



POWER FACTOR



0.9



CCT (K)



2700 ~ 6500



CRI (Ra)



≥80



ANGLE ( °)



300



BASE / CAP



G13



HOUSING



Aluminum with PC cover



LIFETIME (HRS)



25000



BALLAST



Electronic



Model No.



Wattage (W)



Lumen (lm)



Size (mm)



T809SFVE



9



1000



30*588



T818SFVE



18



2000



30*1198



* Separated Ballast, directly replaced without removed the original ballast whether electronic or magnetic type.
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LED T5 Tube, Ballast Separated VOLTAGE (V)



90-264VAC



POWER FACTOR



0.9



CCT (K)



2700 ~ 6500



CRI (Ra)



≥80



ANGLE ( °)



300



BASE / CAP



G13



HOUSING



Aluminum with PC cover



LIFETIME (HRS)



25000



Model No.



Wattage (W)



Lumen (lm)



Size (mm)



T508SFV



8



880



16*549



T516SFV



16



1760



16*1149



* Separated Ballast, directly replaced without removed the original ballast whether electronic or magnetic type.
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LED Panel, Recessed VOLTAGE (V)



90-264VAC



POWER FACTOR



0.9



CCT (K)



2700 ~ 6500



CRI (Ra)



≥80



ANGLE ( °)



120



LIFETIME (HRS)



25000



Model No.



Wattage (W)



Lumen (lm)



Colour



Size (mm)



PS24RFVS



24



2590



silver / white



300*300*9



PS45RFVS595



45



4660



silver / white



595*595*9 / 620*620*9



PR45RFVS



45



4660



silver / white



295*1195*9



PR75RFV620



75



7300



silver / white



620*1250*9



PS40RFV595



40



3400 / 3600 / 3500



silver / white



595*595*9



PR40RFV295



40



3400 / 3600 / 3500



silver / white



295*1195*9



* LED edge-lit flat panel. * CCT adjustable model available. * CCT be controlled by normal switch.
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LED Panel, Surface Mounted VOLTAGE (V)



90-264VAC



POWER FACTOR



0.9



CCT (K)



2700 ~ 6500



CRI (Ra)



≥80



ANGLE ( °)



120



LIFETIME (HRS)



25000



Model No.



Wattage (W)



Lumen (lm)



Colour



Size (mm)



PS06SFVS



6



440



silver / white



120*40



PS12SFVS



12



880



silver / white



170*40



PS18SFVS



18



1330



silver / white



220*40



PC06SFVS



6



440



silver / white



120*40



PC12SFVS



12



880



silver / white



170*40



PC18SFVS



18



1330



silver / white



220*40



* LED edge-lit flat panel. * CCT adjustable model available.
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LED High Bay VOLTAGE (V)



90-264VAC



POWER FACTOR



0.9



CCT (K)



2700 ~ 6500



CRI (Ra)



≥80



LIFETIME (HRS)



25000



Model No.



Wattage (W)



Lumen (lm)



Angle ( °)



Length (mm)



Diameter (mm)



HA040FVA120



40



4000



60 / 90 /120



765



503



HA060FVA120



60



5400



60 / 90 /120



815



503



HA080FVA120



80



8000



60 / 90 /120



845



503



HA100FVA120



100



10000



60 / 90 /120



845



503



HA150FVA120



150



15000



60 / 90 /120



845



503



HA200FVA120



200



20000



60 / 90 /120



845



503



* Cover aluminum reflector and PMMA available.



Model No.



Wattage (W)



Lumen (lm)



Angle ( °)



Length (mm)



Diameter (mm)



HA300FVA120



300



28500



60 / 90 /120



467



374



HA400FVA120



400



38000



60 / 90 /120



497



374
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LED R7s VOLTAGE (V)



90-264VAC / 180-264VAC



CCT (K)



2700-6500



CRI (Ra)



≥80



LIFETIME (HRS)



25000



Model No.



Wattage (W)



Lumen (lm)



ANGLE ( °)



Size (mm)



R705FV360



5



470



360



78*25



R709FV360



9



830



360



118*25



R715FV360



15



1350



360



189*25



Model No.



Wattage (W)



Lumen (lm)



ANGLE ( °)



Size (mm)



R705FV200



5



400



200



78*54



R708FV200



8



400



200



189*54



R715FV200



15



1200



200



170*40
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LED Corn VOLTAGE (V)



180-264VAC



CCT (K)



2700-6500



CRI (Ra)



≥80



ANGLE ( °)



360



LIFETIME (HRS)



25000



Model No.



Wattage (W)



Lumen (lm)



Size (mm)



CN025FV



25



2500



220*95



CN035FV



35



3500



250*95



CN045FV



45



4500



270*95



* Base: E27 / E40.
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LED Mirror VOLTAGE (V)



90-264VAC



POWER FACTOR



0.5



CCT (K)



2700-6500



CRI (Ra)



≥80



ANGLE ( °)



140



LIFETIME (HRS)



25000



Model No.



Wattage (W)



Lumen (lm)



Size (mm)



MR05FV30



5



350



300*103*40



MR08FV60



8



600



600*103*40



MR08FV42



8



520



415*190*120



Model No.



Wattage (W)



Lumen (lm)



Size (mm)



MR03FV60



3



200



60*88*41



MR03FV155



2*1.5



200



155*143*28



* Material: Plastic / Aluminium.



* Material: Aluminium.
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LED Track VOLTAGE (V)



90-264VAC



POWER FACTOR



0.5



CCT (K)



2700-6500



CRI (Ra)



≥80



ANGLE ( °)



24



LIFETIME (HRS)



25000



Model No.



Wattage (W)



Lumen (lm)



Size (mm)



TR07FV



7



600



85*176



TR10FV



10



850



85*176



TR20FV



20



1700



120*222



TR30FV



30



2450



120*222



Model No.



Wattage (W)



Lumen (lm)



Size (mm)



TL30FVAG



30



2400



101*270



TL40FVAG



40



3200



101*270



* LED lamp and driver separated.



*Beam Angle Adjustable: 20 ° ~ 60 °.
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LED Track VOLTAGE (V)



90-264VAC



POWER FACTOR



0.5



CCT (K)



2700-6500



CRI (Ra)



≥80



ANGLE ( °)



24



LIFETIME (HRS)



25000



Model No.



Wattage (W)



Lumen (lm)



Size (mm)



TR12FVB



12



800



140*73*145



TR24FVB



24



1800



170*90*190



TR30FVB



30



2400



180*105*215



Model No.



Wattage (W)



Lumen (lm)



Size (mm)



TR30FV24GR



30



2400



145*250*100



Model No.



Wattage (W)



Lumen (lm)



Size (mm)



TR24FV



24



1800



145*73*140



* Non Glare Accessory Optional.
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LED Cabinet VOLTAGE (V)



12



POWER FACTOR



0.5



CCT (K)



2700-6500



CRI (Ra)



≥80



ANGLE ( °)



120



LIFETIME (HRS)



25000



Model No.



Wattage (W)



Lumen (lm)



Size (mm)



CB03V12



3



250



300*25*9



CB05V12



5



450



500*25*9



Model No.



Wattage (W)



Lumen (lm)



Size (mm)



CB07V12



0.7



50



60*6



CB12V12



1.2



85



60*6



CB19V12



1.9



150



65*11



* IR Sensor / Point Touch types available.
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LED Jewelry Cabinet VOLTAGE (V)



90-264VAC



POWER FACTOR



0.5



CCT (K)



2700-6500



CRI (Ra)



≥80



Model No.



Wattage (W)



Lumen (lm)



Hole (Ф) mm



Angle ( °)



JC03FVS30



3



220-300



8



30



Model No.



Wattage (W)



Lumen (lm)



Hole (Ф) mm



Angle ( °)



JC03FV



3



230-300



10



15 / 25 / 45



JC01FV



1



80-100



10



15 / 45



Model No.



Wattage (W)



Lumen (lm)



Hole (Ф) mm



Angle ( °)



JC02FV



2



150-180



10



45



JC03FVI30



3



230-300



10



30



* Color: Silver / Black. * All above height can be customized.
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LED Flood VOLTAGE (V)



90-132VAC / 180-264VAC



CCT (K)



2700 ~ 6500



ANGLE ( °)



120



CRI (Ra)



≥75



IP GRADE



65



MATERIAL



Aluminum Die Casting, Tempered Glass.



Model No.



Wattage (W)



Lumen (lm)



Size (mm)



FL010V1V2



10



900



115*85



FL020V1V2



20



1800



180*140



FL030V1V2



30



2700



225*185



FL050V1V2



50



4500



285*235



FL100V1V2



100



9000



335*235



FL120V1V2



120



10800



425*325



FL150V1V2



150



13500



425*325



FL200V1V2



200



18000



450*325



FL250V1V2



250



22500



525*330*210



FL300V1V2



300



27000



560*320*190



FL400V1V2



400



36000



668*324*190



FL500V1V2



500



45000



800*320*200
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LED RGB Flood VOLTAGE (V)



90-132VAC / 180-264VAC



CCT (K)



2700 ~ 6500



ANGLE ( °)



120



CRI (Ra)



≥70



IP GRADE



65



MATERIAL



Aluminum Die Casting, Tempered Glass.



Model No.



Wattage (W)



Lumen (lm)



Size (mm)



FD010V1V2



10



800



115*85



FD020V1V2



20



1600



180*140



FD030V1V2



30



2400



225*185



FD050V1V2



50



4000



285*235



FD100V1V2



100



8000



335*235



* Remote Control Optional
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LED Flood Rechargeable VOLTAGE (V)



90-264VAC / 12-24VDC



IP GRADE



65



BATTERY



18650mAH Lithium



Model No.



Wattage (W)



Lumen (lm)



Battery (V/mAH)



Normal Charger



Car Charger Specifications



FR010V1V2



10



900



7.4 / 4400



Output: DC13.2V 1000mA



Input: DC12V-24V Output: DC8.4V 500mA



FR020V1V2



20



1800



11.1 / 4400



Output: DC12.6V 1000mA



Input: DC12V-24V Output: DC8.4V 500mA



FR030V1V2



30



2700



11.1 / 4400



Output: DC12.6V 1000mA



Input: DC12V-24V Output: DC8.4V 500mA



FR050V1V2



50



4500



28.8 / 4400



Output: DC36V 1000mA



Cannot be car charged



* High Brightness Epistar LED Chip + High capacity lithium-ion battery + Car charger + Normal charger * Charger applicable to Europe / USA / Australia / UK / China. * Charging time : 3-4h / Working time: 2-4h
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LED In-Ground VOLTAGE (V)



90-264VAC / 12/ 24VDC



MATERIAL



Stainless Steel, Tempered Glass.



ANGCE ( °)



45 / 60



COLOR



Red / Green / Yellow / Blue / White / Warm White / RGB



IP GRADE



66



Model No.



Wattage (W)



Size (mm)



Cut Out (Ф) mm



GC01V1V2



1



80*75



75



GC03V1V2



3



100*80



75



GC05V1V2



5



120*80



95



GC06V1V2



6



120*80



95



GC07V1V2



7



150*95



135



GC09V1V2



9



160*95



156



GC12V1V2



12



180*100



176



GC15V1V2



15



180*100



176



GC18V1V2



18



210*100



200



GC24V1V2



24



250*95



240



GC36V1V2



36



300*90



291
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LED In-Ground VOLTAGE (V)



90-264VAC / 12/ 24VDC



MATERIAL



Stainless Steel, Tempered Glass.



ANGLE ( °)



45 / 60



COLOR



Red / Green / Yellow / Blue / White / Warm White / RGB



IP GRADE



66



Model No.



Wattage (W)



Size (mm)



Cut out (Ф) mm



GS03V1V2



3



100*100*75



90*90*85



GS06V1V2



6



200*80*60



130*130*95



GS09V1V2



9



150*150*80



190*75*70



GS12V1V2



12



200*200*80



179*179*100



GS36V1V2



36



300*300*85



285*285*100
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LED Underwater VOLTAGE (V)



24



MATERIAL



Stainless Steel, Tempered Glass.



ANGLE ( °)



45 / 60



COLOR



Red / Green / Yellow / Blue / White / Warm White



IP GRADE



68



Model No.



Wattage (W)



Size (Ф) mm



UW03V24



3



82



UW05V24



5



120



UW06V24



6



140



UW09V24



9



150



UW12V24



12



180
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Tri-Proof Tube VOLTAGE (V)



90-132VAC / 180-264VAC



POWER FACTOR



0.95



ANGLE ( °)



120



CCT (K)



2700 ~ 6500



CRI (Ra)



80



Model No.



Wattage (W)



Lumen (lm)



Size (mm)



IP Grade



Emergency (10W, 1-hr)



Sensor



WT10V1V2



10



900



610*50*65



65



Optional



Optional



WT20V1V22F



20



1800



610*75*65



65



Optional



Optional



WT20V1V2



20



1800



1210*50*65



65



Optional



Optional



WT40V1V2



40



3600



1210*75*65



65



Optional



Optional



WT09V1V2



9



800



600*50*50



66



N/A



N/A



WT18V1V22F



18



1600



600*50*50



66



N/A



N/A



WT18V1V2



18



1600



1200*50*50



66



N/A



N/A



WT36V1V2



36



3200



1200*50*50



66



N/A



N/A



41 / 55



LED WALL WASHER VOLTAGE (V)



90-132VAC / 180-264VAC



MATERIAL



Aluminium Alloy, Tempered Glass.



WORKING TEMPERATURE (°C)



-25 ~ 65



IP GRADE



65



Model No.



Wattage (W)



Lumen (lm)



Size (mm)



1080 WW12V1V2



WW15V1V2



WW24V1V2



12



White / WWrm white 1000*46*47



900



Red / Green /Yellow / Blue RGB



1350



White / WWrm white



15



1000*46*47 1125



Red / Green /Yellow / Blue RGB



2160



White / WWrm white



24



1000*50*56 1800 3240



WW36V1V2



2700



1000*65*70 or 330*200*145



Lumen (lm)



Size (mm)



36



Model No.



Wattage (W)



WW150V1V2



150



13500



18000 200



White / WWrm white Red / Green /Yellow / Blue RGB



Color



Red / Green /Yellow / Blue RGB White / WWrm white



1000*165*230 15000



* IC-installed RGB color changing automatically and free setting, can't be controlled manually. * Can integrate wtih DMX system.



Red / Green /Yellow / Blue RGB



White / WWrm white 1000*165*130



11250



WW200V1V2



Color



Red / Green /Yellow / Blue RGB



LED Strip VOLTAGE (V)



90-132VAC / 180-264VAC



IP GRADE



65



LENGTH



100M / Roll



Model No. SP2835V1V2WHT60



LED Type



LED lm/pc



2835



20-22



SP2835V1V2WHT120 SP5730V1V2WHT60



LED size (mm) 6*11



Color White / warm white



7*14 5730



40-45



7*14



White / warm white



5050



12-14



7*14



White / warm white



5050



16-18



7*14



RGB



60 72



5730



40-45



SP5730V1V2RGB120 SP2835V1V2WHT180



60



Red / Green /Yellow / Blue



SP5050V1V2RGB72 SP5730V1V2WHT72



60 72



SP5050V1V2RGB60 SP5050V1V2RGB60



60 120



SP5730V1V2WHT120 SP5050V1V2WHT60



LED PCS / M



2835



10-12



7*13



White / warm white



72



7*18



RGB



120



7*12



White / warm white



180



LED Strip VOLTAGE (V)



12 / 24VDC



PCB SIZE (mm)



1000*8



ANGLE (°)



120



IP GRADE



65



LENGTH



5M / Roll



Model No.



LED Type



DC Power (W / M)



Lumen (lm)/pc



Color



LED PCS / M



3-4



Red / Green / Yellow / Blue / White / Warm White



60



SP3528V12V24WHT120



6-7



White / Warm White



60



SP3528V12V24RGB120



3-4



Red / Green / Yellow / Blue / White / Warm White



120



6-7



White / Warm White



120



8-10



White / Warm White



8-10



Red / Green / Yellow / Blue



12



18-20



Red / Green / Yellow / Blue / White / Warm White



6



8-10



12



18-20



SP3528V12V24RGB60 3528



3528



4.8



9.6



SP3528V12V24WHT120 SP2835V12V24WHT60 6 SP2835V12V24BWT60



2835



SP2835V12V24BHT60 SP2835V12V24WHT120 2835 SP2835V12V24BWT120



Red / Green / Yellow / Blue / White / Warm White



12-14



Red / Green / Yellow / Blue / White / Warm White



SP5050V12V24RGB30



12-14



RGB



SP5050V12V24WHT60



12-14



Red / Green / Yellow / Blue / White / Warm White



12-14



RGB



SP5050V12V24WHT30 5050



5050 SP5050V12V24RGB60



7.2



14.4



60



120



30



60



LED WALL PACK VOLTAGE (V)



90-132VAC / 180-264VAC



POWER FACTOR



0.95



CCT (K)



2700 ~ 6500



CRI (Ra)



75



OPERATING TEMPERATURE (°C)



-40 ~ 50



IP GRADE



65



LIFETIME(HRS)



50000



Model No.



Wattage (W)



Lumen (lm)



Size (mm)



WP030V1V2



30



3000



201*168*108



WP050V1V2



50



5000



201*168*108



WP075V1V2



75



7500



287*240*149



WP100V1V2



100



10000



287*240*149



* LM79 compliant , IES available.
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LED Canoby VOLTAGE (V)



90-132VAC / 180-264VAC



POWER FACTOR



>0.95



CCT (K)



2700 ~ 6500



CRI (Ra)



75



OPERATING TEMPERATURE (°C) -40 ~ 50 IP GRADE



65



LIFETIME(HRS)



50000



Model No.



Wattage (W)



Lumen (lm)



Efficacy (lm/w)



Size (mm)



CB030V1V2



30



2850



95



252*252*86



CB050V1V2



50



4750



95



252*252*86



CB075V1V2



75



7120



95



290*290*91



CB100V1V2



100



10000



100



290*290*91



CB150V1V2



150



15000



100



290*290*91



* LM79 compliant , IES available
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LED Celling / Bulkhead VOLTAGE (V)



90-132VAC / 180-264VAC



POWER FACTOR



0.9



ANGLE ( °)



120



CRI (Ra)



80



OPERATING TEMPERATURE (°C)



-40 ~ 50



LIFETIME(HRS)



35000



Model No.



Wattage (W)



Lumen (lm)



IP Grade



CL10V1V265



10



700



65



CL18V1V265



18



1350



65



CL25V1V265



25



1800



65



Model No.



Wattage (W)



Lumen (lm)



IP Grade



BK08V1V254



8



560



54



BK12V1V254



12



840



54



BK18V1V254



18



1260



54
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LED Wall VOLTAGE (V)



90-132VAC / 180-264VAC



OPERATING TEMPERATURE (°C)



-40 ~ 50



IP GRADE



65



LIFETIME (HRS)



35000



Model No.



Wattage (W)



Size (mm)



WL02V1V2



2*1



85*85*53



WL03V1V2



3*1



160*75



Model No.



Wattage (W)



Size (mm)



WL04V1V2



4*1



113*150*150



WL04V1V2R



4*1



205*205



WL02V1V2T



2*1



170*83



WL26V1V2



2*13



198*72*260



*Material : Die Casting Aluminium, Tempered Glass



*Material : Die Casting Aluminium, PC Diffuser
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LED Wall VOLTAGE (V)



90-132VAC / 180-264VAC



OPERATING TEMPERATURE (°C)



-40 ~ 50



IP GRADE



65



LIFETIME (HRS)



35000



Model No.



Max. Wattage (W)



Size (Ф)mm



WL070V1V2



2*35



Ф60*210



WA035V1V2



35



Ф60*110



WA070V1V2



2*35



Ф60*110



Model No.



Wattage (W)



Size (mm)



WA140V1V2



3*35



600*181



*Material : 316 Stainless Steel, Tempered Glass.



* Material : 4 Lamps and 316 Stainless Steel model available.
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LED Wall Recessed VOLTAGE (V)



90-132VAC / 180-264VAC



CCT(K)



2700-6500



OPERATING TEMPERATURE (°C)



-40 ~ 50



IP GRADE



54



LIFETIME (HRS)



35000



Model No.



Wattage (W)



Size (mm)



WR27V1V2



27*0.1



135*185



WR15V1V2



15*0.1



95*234



WR90V1V2



9



88*256



Model No.



Wattage (W)



Size (mm)



WR09V1V2



9*0.1



70*70



WR12V1V2



12*0.1



45*110



* Material : Aluminum, Tempered Glass.



* Material : Stainless steel panel, aluminum body tempered glass.
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LED Stair / Deck CCT(K)



2700-6500



OPERATING TEMPERATURE (°C)



-40 ~ 50



IP GRADE



67



LIFETIME (HRS)



35000



Model No.



Voltage (V)



Wattage (W)



Size (Ф)mm



SD06FV



180-264



6*0.1



Ф38*39



Model No.



Voltage (V)



Wattage (W)



Size (Ф)mm



SD36FV



12



6×6×0.1W



Ф35*40



Model No.



Voltage (V)



Wattage (W)



Size (Ф)mm



SD10FV



180-264



1



Ф63*57



* Material : 316 Stainless Steel Cover, Aluminium Body, Tempered Glass.
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LED Lawn / Bollard VOLTAGE (V)



90-132VAC / 180-264VAC



CCT(K)



2700-6500



OPERATING TEMPERATURE (°C)



-40 ~ 50



IP GRADE



65



LIFETIME (HRS)



35000



Model No.



Max. Wattage (W)



Size (Ф)mm



LB60V1V2700



60



Ф205*700



LB60V1V2660



60



Ф165*660



LB60V1V2800



60



Ф360*800



LB60V1V2400



60



Ф163*400



LB60V1V2402



60



Ф165*400



* Material : Die-cast Aluminum PC



52 / 55



LED Post Top / Garden Street VOLTAGE (V)



90-132VAC / 180-264VAC



CCT(K)



2700-6500



OPERATING TEMPERATURE (°C)



-40 ~ 50



IP GRADE



65



LIFETIME (HRS)



35000



Model No.



Max. Wattage (W)



Size (Ф)mm



GS150V1V2570



150



Ф570*525



GS150V1V2450



150



Ф450*610



GS150V1V2560



150



Ф560*410



GS150V1V2420



150



Ф420*800



* Material of above models : Die-cast Aluminum PC * Pole: Height 350cm; Material: Iron , Aluminum.
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LED Street VOLTAGE (V)



90-132VAC / 180-264VAC



POWER FACTOR



0.95



CCT (K)



2700 ~ 6500



CRI (Ra)



70



OPERATING TEMPERATURE (°C) -40 ~ 50 GRADE



IP66, IK10



HEAT RADIATOR



Anodized Aluminum



LENS



PC (UV resistance)



Model No.



Wattage (W)



Drive Current (mA)



Lumen (lm)



Size (mm)



ST040V1V2



40



860



4400



431



ST080V1V2



80



900



8800



504



ST120V1V2



120



900



13200



577



ST160V1V2



160



900



17600



650



ST200V1V2



200



900



22000



723



ST240V1V2



240



900



26400



796



ST280V1V2



280



900



30800



869



* Warranty: 5 years. * LM79, LM80 Compliant
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LED Solar Street VOLTAGE (V)



90-132VAC / 180-264VAC



CCT (K)



2700 ~ 6500



CRI (Ra)



70



DISCHARGE TEMPERATURE (°C) -20 ~ 60 Grade



IP66, IK10



SOLAR PANEL SPEC.



Monocrystal 25W / 18V



Model No.



Wattage (W)



Battery Spec.(AH/V)



Lumen (lm)



Size (mm)



SR10V1V2



10



9 / 12



1100



782*301*88



SR15V1V2



15



9 / 12



1650



782*301*88



SR20V1V2



20



16.5 / 12



2200



969*301*88



SR30V1V2



30



24 / 12



3300



1155*363*88



SR40V1V2



40



33 / 12



4400



1289*447*88



SR50V1V2



50



40 / 12



5500



1289*447*88



* LM79, LM80 Compliant
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