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LED Lighting Systems LED String System Affinium LED string low and medium power • Can be mounted directly on a sign backplate with clips or tape for quick, easy sign creation • Energy consumption only around 4 W/m (e.g. red LEDs) compared with 20 W/m for neon • Fully outdoor-proof (IP66) • Instant starting, even at temperatures as low as -20°C • Operating ambient temperature range 20 to +70°C • Mercury-free and lead-free (RoHS compliant) • The LED Power Drivers which operate the string have slim dimensions and copper-core insulated wires for easy connection • Available software tools to support customer presentation: LED String Layout Creator (design tool) and Cost Savings Calculator (shows savings based on actual customer data)



Product Description • Complete, easy-to-install system comprising a flexible line of wire-connected LEDs in combination with a Philips LED Power Driver • Ideal for signlighting; channel letters and bandlighting



Product Features • Broad light output angle of 130° for colored versions and 105° for the white version ensuring uniform light distribution. • Flexible LED strings can be cut at any desired position, as long as the first LED installed after the driver is a LED Driver Device (LDD)



-ideal for both large and small signs • Quality and cost savings for signmakers' customers: -reliable, high-quality brand presentation -energy consumption only around 4 W/m (e.g. red LEDs) compared with 20 W/m for neon, for substantial savings in operating costs -high reliability and long lifetime of LED strings offer savings in maintenance costs -both the LED strings and drivers are maintenance-free for up to 50,000 hours, while conventional systems often need replacing after just 20,000 hours -lumen maintenance 50% at 50,000 hours (Tambient 70°C) • Guaranteed performance and service based on proven system reliability: -long lifetime of LEDs and all other components -exhaustive system testing -outdoor-proof to IP66 (both system and components)



Product Benefits • Benefits for signmakers: -easy installation -outdoor-proof (IP66) -excellent light and color uniformity of signs



-excellent heat management -high customer satisfaction together with low service call rates for signmakers



Environment • Philips Green product • High energy efficiency; up to 80% savings compared with fluorescent and neon lighting • RoHS compliant mercury and lead free • The LED product portfolio is continously updated. Please consult our website www.philips.com/signage for the latest information



Application • Sign lighting; channel letters and band lighting



System • Available in both white and colored versions (red, amber, green, blue) • Choice of LED Power Drivers of 20, 60 or 100W and various accessories for fast and reliable installation



A1 A2 A3 A4 B1 B2 B3 C1 C2 C3 nom. nom. nom. nom. nom. nom. nom. nom. nom. nom. 42.6



34.6



26



18



15



12.5



Type



Affinium LED string lp w6300 P10 Affinium LED string lp red P10 Affinium LED string lp blue P10 Affinium LED string lp green P10



15



12



5.2



10.9



Wattage



Luminous Flux per meter



(W)



(°)



(lm/m)



0:114 0:221 0:233 0:233



105 130 130 110



64 70 32 63



Packing type/Packing configuration



UNP / 1 UNP / 1 UNP / 1 UNP / 1
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1 1 1 1



National Order Code



Ordering number 8711559...



Nett Trade Price per Piece (¿)



LS2-WHITE LS2-RED LS2-BLUE LS2-GREEN



763750 00 763675 00 763712 00 763736 00



2; 525:23 2; 525:23 2; 525:23 2; 525:23



10th February 2010



LED Lighting Systems Affinium LED string high power



Product Description • Complete, easy-to-install system comprising a flexible line of wire-connected LEDs in combination with a Philips LED Power Driver • Ideal for signlighting; large channel letters and bandlighting



Product Features • Broad light output angle of 130°, ensuring uniform light distribution. • Flexible LED strings can be cut at any desired position.



• Philips dedicated mounting clips must be used to attach Affinium LED String high power to the back plate. • Energy consumption only around 5 W/m compared with 20 W/m for neon, enabling more brightness. • Green Flagship product line, being at least 80% more efficient than traditional fluorescent lighting • Fully outdoor-proof (IP66) • Instant starting, even at temperatures as low as -20°C • Operating ambient temperature range 20 to +60°C • Packing volume is 10 meter • Mercury-free and lead-free (RoHS compliant) • The LED Power Drivers which operate the string have slim dimensions and copper-core insulated wires for easy connection • Available software tools to support customer presentation: LED String Layout Creator (design tool) and Cost Savings Calculator (shows savings based on actual customer data)



Product Benefits • Benefits for signmakers: -easy installation -outdoor-proof (IP66) -excellent light and color uniformity of signs -ideal for large signs • Quality and cost savings for signmakers' customers: -reliable, high-quality brand presentation -energy consumption only around 5 W/m compared to 20 W/m for neon, for substantial savings in operating costs -high reliability and long lifetime of LED strings offer savings in maintenance costs -both the LED strings and drivers are maintenance-free for up to 50,000 hours, while conventional systems often need replacing after just 20,000 hours -lumen maintenance 50% at 50,000 hours, at a temperature in the sign of 40°C. Based on calculations and extrapolated test data



• Guaranteed performance and service based on proven system reliability: -long lifetime of LEDs and all other components -exhaustive system testing -outdoor-proof to IP66 (both system and components) -excellent heat management -high customer satisfaction together with low service call rates for signmakers



Application • Sign lighting; large channel letters and band lighting



System • Available in warm white, cool white green and blue) • Choice of LED Power Drivers of 20, 60 or 100W and various accessories for fast and reliable installation



A1 A2 A3 B1 B2 C1 D1 nom. nom. nom. nom. nom. nom. nom. 56



175



20



35



8.67



18



Type



Affinium LED string hp Green P17 Affinium LED string hp w3000 P17 Affinium LED string hp w6300 P17 Affinium LED string hp blue P17



4.2



Wattage



Luminous Flux per meter



(W)



(°)



0:72 0:72 0:8 0:8



130 130 130 130



Packing type/Packing configuration



National Order Code



Ordering number 8727900...



Nett Trade Price per Piece (¿)



LS2-HP P17 GR LS2-HP P17W3000 LS2-HP P17W6300 LS2-HP P17 BL



805857 00 805871 00 805864 00 815559 00



2; 145:33 2; 525:23 2; 525:23 2; 145:33



(lm/m) 134 184 300 62



UNP / 1 UNP / 1 UNP / 1 UNP / 1
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1 1 1 1
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LED Lighting Systems Affinium LED string kit Product Features • Complete, easy-to-install system comprising a flexible line of wire-connected LEDs with Philips LED Power Driver, connectors, wiring, tape pads and Quick Installation Guide • Available in both white and colored (red, green, blue, amber) versions offering excellent light and color uniformity of signs • Available for string lengths of 2m and 6m • Flexible LED strings can be cut at any desired position • Uniform light distribution: broad light output angle of 130° (colored) and 105° (white) • Can be mounted directly on a sign backplate with clips or tape for quick, easy sign creation



Product Description • All-in-one-box solution allowing quick, easy configuration and installation of flexible wire-connected LEDs for architectural and decorative lighting applications



• Energy consumption only around 4 W/m (e.g. red LEDs) compared with 20 W/m for neon • Robust and fully outdoor-proof (IP66) • Instant starting, even at temperatures as low as -20°C • Operating ambient temperature range 20 to +70°C • Mercury-free and lead-free • Slim LED Power Drivers have copper-core insulated wires for easy connection



• Energy consumption only around 4 W/m (e.g. red LEDs) for substantial savings in operating costs • High reliability and long lifetime of LED strings offer savings in maintenance costs • Both the LED strings and drivers are maintenance-free for up to 50,000 hours • Lumen maintenance 50% at 50,000 hours (Tambient 70°C)



Product Benefits



• Architectural and decorative lighting -Cove lighting, shelf lighting, stairs, etc. • Sign lighting; channel letters and band lighting



• Easy configuration and installation • Outdoor-proof (IP66) • Excellent light and color uniformity in applications (e.g. coves)



Application



A1 A2 A3 A4 B1 B2 B3 C1 C2 C3 nom. nom. nom. nom. nom. nom. nom. nom. nom. nom. 42.6



34.6



26



18



15



12.5



Type



Affinium LED string kit 2m w3000 Affinium LED string kit 2m w6300 Affinium LED string kit 6m w3000 Affinium LED string kit 6m w6300 Affinium LED string kit 2m amber Affinium LED string kit 2m red Affinium LED string kit 6m amber Affinium LED string kit 6m red Affinium LED string kit 2m blue Affinium LED string kit 2m green Affinium LED string kit 6m blue Affinium LED string kit 6m green



15



12



5.2



10.9



Wattage



Luminous Flux per meter



(W)



(°)



(lm/m)



0:114 0:114 0:114 0:114 0:221 0:221 0:221 0:221 0:233 0:233 0:233 0:233



105 105 105 105 130 130 130 130 130 130 130 130



50 58 50 58 45 70 45 70 28 63 28 63



Packing type/Packing configuration



UNP / 10 UNP / 10 UNP / 5 UNP / 5 UNP / 10 UNP / 10 UNP / 5 UNP / 5 UNP / 10 UNP / 10 UNP / 5 UNP / 5
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10 10 5 5 10 10 5 5 10 10 5 5



National Order Code



Ordering number 8711559...



Nett Trade Price per Piece (¿)



LEDSTKIT2WW LEDSTKIT2W LEDSTKIT6WW LEDSTKIT6W LEDSTKIT2A LEDSTKIT2R LEDSTKIT6A LEDSTKIT6R LEDSTKIT2B LEDSTKIT2G LEDSTKIT6B LEDSTKIT6G



764443 30 764184 30 764467 30 764283 30 764122 30 764108 30 764221 30 764207 30 764146 30 764160 30 764245 30 764269 30



153:00 145:00 329:00 312:50 145:00 145:00 312:50 312:50 145:00 145:00 312:50 312:50
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LED Lighting Systems Accessories for Affinium LED string low and medium power Product Description



• Double-sided adhesive tape pads have been tested for use on stainless steel, aluminium and PMMA • If adhesive tape pads are to be used on non-tested materials or coatings, compatibility with adhesive tape should be ensured • Dedicated mounting clips can be used when adhesive tape pads do not provide sufficient adhesion • If there is any doubt about the adhesive strength of the adhesive tape pads to the mounting surface, the dedicated mounting clips should be used instead



• A range of installation accessories for Philips Affinium LED string low and medium power, such as connectors (with enclosed connector applicator), connector tool, extension cable, mounting clips and double-sided adhesive tape pads



Product Features • The connector applicator is enclosed in the packing of the connector Xtend



Type



Packing type/Packing configuration



• Both the connector types (Xtend and End Cap) ensure a reliable IP66 rated connection of the LED String



Environment • RoHS compliant • The LED product portfolio is continously updated. Please consult our website www.philips.com/signage for the latest information



National Order Code



Ordering number 8711559...



Nett Trade Price per Piece



LS2-CONNECTOR LS2-CABLE LS2-CLIP LS2-TAPE



763972 30 763934 00 763910 30 764016 00



7:08 260:72 0:45 89:39



(¿) connector xtend extension cable 4-wire Mounting Clip mounting tape 210 pads



UNP / 10 UNP / 1 UNP / 200 UNP / 1



10 1 200 1



Accessories for Affinium LED string high power Product Description



Product Benefits



• Range of installation and mounting accessories for Affinium LED string products, including connectors, connector applicator, connector tool, extension cables, mounting clips and double-sided adhesive tape pads.



• Easy installation • Solid, reliable connections



Application • Channel letters



Product Features • Philips dedicated mounting clips must be used to attach Affinium LED string high power to the backplate. Type



Packing type/Packing configuration



National Order Code



Ordering number



Nett Trade Price per Piece



LS2-ENDCON LS2-HP M CLIP LS2-HP ENDCAP



8711559 763996 30 8727900 805895 00 8727900 805932 00



7:08 1:04 7:08



(¿) connector end cap LS hp mounting clip LS hp connector end cap



UNP / 10 UNP UNP / 10



10 62 10
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LED Lighting Systems LED Retrofit Lamps MASTER LEDbulb Product description



LEDbulbs deliver huge energy savings and minimise maintenance cost without any compromise on light quality.



MASTER LEDbulb A60 7W delivers a dimmable glow effect for a welcoming, warm atmosphere and its unique design radiates warm light in all directions, making it a true alternative to the incandescent lamp. MASTER LEDbulb A55 6W delivers a dimmable, soft, warm light. MASTERLEDbulbs are ideal for general lighting applications in the hospitality industry. They are particularly suited to public areas such as lobbies, corridors, stairwells, where the light is always on. Compatible with existing fixtures with an E27 holder and designed for retrofit replacement of 25 and 40W incandescent bulbs, MASTER



It can be used together with most leading-edge dimmers, enabling further efficiencies that will help hospitality owners recoup their investment within one year.



Product Features • 7W to replace 40W incandescent bulb • 6W to replace 25W incandescent bulb • Lower maintenance cost -45 times longer lifetime for the 6 W version -25 times longer lifetime for the 7 W version



Product Benefits • Glow effect warm light all around with the MASTER LEDbulb 7 W • Soft, warm light and elegant image with the MASTER LEDbulb 6 W • 80% energy saving



Applications • Hotels, restaurants, bars, cafés • Lobbies, corridors, stairwells



D



D



Dim. C D no. nom. nom. 106



C



C



C



D



1



• Dimmable down to 10% • Retrofit and compatible with existing fixtures with E27 holder for easy installation • Free of mercury and hazardous materials



Dim. C D no. nom. nom.



Dim. C D no. nom. nom.



55



2



108.9



3



60



108.9



60



MASTER LEDbulb 230V Wattage



CapBase



Bulb



Colour Code



Colour Temperature (K)



(lm)



(h)



ES ES ES BC



A55 A55 A60 A60



WW CW WW WW



2700 4200 2700 2700



240 280 400 400



45000 45000 25000 25000



(W) 6 6 7 7



Luminous Flux



Average Lifetime



Dim. Packing type/Packing no. configuration



1 1 2 3



1CT / 6 1CT / 6 1CT / 6 1CT / 6
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6 6 6 6



National Order Code



Ordering number 8727900...



Nett Trade Price per Piece (¿)



MLEDD6WA552700 MLEDD7A554200 MLEDD7WA602700 MLEDD7WA60B2227



853537 00 867381 00 853056 00 866513 00



37:73 51:88 51:88 51:88



yes yes yes yes
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LED Lighting Systems MASTER LEDspot LV Product description



beam, making it suitable for illuminating heat-sensitive objects (food, organic materials, paintings, etc.).



Delivering a warm, halogen/ incandescent-like accent beam, MASTER LEDspot MR16 lamp is an ideal retrofit solution for spot and general lighting applications in the hospitality industry. It is particularly suited to public areas such as receptions, lobbies, corridors, stairwells and washrooms, where the light is on all the time. The robustly designed MASTER LEDspot MR16 has a 24° beam angle for a clearly defined beam spread. There is no UV or IR in the



• Retrofit • Lower maintenance cost due to 22 times longer lifetime • 24° beam angle for a clearly defined beam spread • UV- and IR-free light for less heat and protection for heat-sensitive objects • Free of mercury and hazardous materials



• Warm white light • Up to 80% energy saving compared with a typical 20W halogen lamp



Applications • Hotels, restaurants, bars, cafés • Lobbies, corridors, stairwells, washrooms, reception areas



C



D



Product Features



Product Benefits



C D nom. nom. 46.02 50.1



MASTER LEDspotLV 12V Wattage



CapBase



Bulb



Colour Code



(W) 4 4



GU5.3 MR16 GU5.3 MR16



WW WH



Luminous Flux



(°)



Colour Temperature (K)



Luminous Intensity



Average Lifetime



(lm)



(cd)



(h)



24 24



2700 3000



140 160



600 650



45000 45000
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Packing type/ Packing configuration 1CT / 10 1CT / 10



10 10



National Order Code



Ordering number 8727900...



Nett Trade Price per Piece (¿)



MLEDD4WGU532700 MLEDD4WGU533000



819564 00 819588 00



43:58 43:58



yes yes
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LED Lighting Systems MASTER LEDspot MV Product Description



fixtures with a GU10 holder and designed as a retrofit replacement alternative for 35 and 50 W halogen lamps.



Delivering a warm, halogen-like accent beam, MASTER LEDspot GU10 is ideal for spot lighting (track, corridors, lift lobbies, display cases and cabinets) in the hospitality industry. It is particularly suited to public areas such as lobbies, corridors, stairwells, where the light is on 24/7. MASTER LED spot GU10 delivers huge energy savings and minimises maintenance cost without any compromise on brightness, enabling hospitality owners to achieve a return on their investment within one year. Compatible with most existing



Product Features • 3 W to replace 35 W Halogen Essential Twistline GU10 • 7 W to replace 50 W Halogen Essential Twistline GU10 • 7 W to replace 50 W to 60W incandescent Spot • Dimmable down to 10% on the 7 W version • Lower maintenance cost -11 times longer lifetime for the 3 W version



-22 times longer lifetime for the 7 W version • Retrofit and compatible with most existing fixtures with GU10 or E27 holder for easy installation • Free of mercury and hazardous materials



Product Benefits • 85% energy saving • Return on investment within one year



Applications • Hotels, restaurants, bars, cafés • Lobbies, corridors, stairwells



D



C



C



C



D



D



Dim. C D no. nom. nom. 1



55.5



Dim. C D no. nom. nom.



Dim. C D no. nom. nom.



50



2



80.5



3



50.2



101



63.3



MASTER LEDspotMV Wattage



CapBase



Bulb



Colour Code



GU10 GU10 GU10 GU10 GU10 GU10 GU10 ES ES ES ES GU10 GU10 GU10 GU10 GU10 GU10



Reflector Reflector Reflector Reflector Reflector Reflector Reflector NR63 NR63 NR63 NR63 Reflector Reflector Reflector Reflector Reflector Reflector



WH WW WW WH WH CW CW CW WW CW WW CW WH CW WH WW WW



(W) 3 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7 7



Luminous Flux



(°)



Colour Temperature (K)



Luminous Intensity



(lm)



(cd)



25 25 40 25 40 25 40 25 25 40 40 25 25 40 40 25 40



3000 2700 2700 3000 3000 4200 4200 4200 2700 4200 2700 4200 3000 4200 3000 2700 2700



105 250 250 270 270 270 270 230 180 220 180 230 180 220 180 180 180



550 1000 400 1150 540 1150 540 800 575 320 230 800 575 320 230 575 230



Average Lifetime Dim. no. (h) 22000 40000 40000 40000 40000 40000 40000 45000 45000 45000 45000 45000 45000 45000 45000 45000 45000
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1 2 2 2 2 2 2 3 3 3 3 2 2 2 2 2 2



Packing type/ Packing configuration 1CT / 10 1CT / 6 1CT / 6 1CT / 6 1CT / 6 1CT / 6 1CT / 6 1CT / 6 1CT / 6 1CT / 6 1CT / 6 1CT / 6 1CT / 6 1CT / 6 1CT / 6 1CT / 6 1CT / 6



10 6 6 6 6 6 6 6 6 6 6 6 6 6 6 6 6



National Order Code



Ordering number 8727900...



Nett Trade Price per Piece (¿)



MLED3WGU103025 MLED7GU1052725 MLED7GU1052740 MLED7GU1053025 MLED7GU1053040 MLED7GU1054225 MLED7GU1054240 MLEDD7NR634225 MLEDD7NR632725 MLEDD7NR634240 MLEDD7NR632740 MLEDD7GU104225 MLEDD7GU103025 MLEDD7GU104240 MLEDD7GU103040 MLEDD7GU102725 MLEDD7GU102740



852974 00 860337 00 860351 00 860399 00 860412 00 860436 00 860450 00 867428 00 867442 00 867466 00 867480 00 867527 00 867565 00 867589 00 867640 00 867671 00 867725 00



37:04 56:71 56:71 56:71 56:71 56:71 56:71 47:73 47:73 47:73 47:73 46:69 46:69 46:69 46:69 46:69 46:69



yes yes yes yes yes yes yes yes yes yes yes yes yes yes yes yes yes
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LED Lighting Systems MASTER LEDspot PAR Product Description With its robust design and warm-white beam of light, these new-generation PAR lamps are ideal for general lighting and spot lighting in the hospitality industry. They are especially suitable for public areas such as lobbies, corridors, stairwells, where the light is always on. Compatible with existing fixtures with an E27 holder and designed for retrofit replacement of 75W halogen lamps, MASTER LEDspot PAR 38/



Product Features • 16W LED PAR38/11W PAR30 to replace 75W Halogen PAR38/ PAR30 • Lower maintenance cost due to 22 times longer lifetime



• Retrofit and compatible with existing fixtures with E27 holder for easy installation • Free of mercury and hazardous materials



Product Benefits • Warm white light • 80% energy saving



Applications • Hotels, restaurants, bars, cafés • Lobbies, corridors, stairwells



D



C



D



C



C



D



PAR 30 deliver huge energy savings and minimise maintenance cost without any reduction in brightness. The IP44-rated outdoor version of the PAR 38 lamp is one of the few energy-saving alternatives to incandescent PAR38 outdoor lamps available today.



Dim. C D no. nom. nom. 1



90



Dim. C D no. nom. nom.



Dim. C D no. nom. nom.



92.1



2



131



3



121.5



131



121.5



MASTER LEDspot 230V Wattage CapBase



Bulb



Colour Code



PAR30S PAR38 PAR38



WH WH WH



(W) 11 16 16



ES ES ES



Luminous Flux



(°)



Colour Temperature (K)



Luminous Intensity



(lm)



(cd)



25 25 25



2700 2700 2700



430 600 600



1880 2800 2800



Average Lifetime Dim. no. (h) 45000 45000 22000



Packing type/ Packing configuration



1 2 3



1CT / 10 1CT / 10 1CT / 10



10 10 10



National Order Code



Ordering number 8727900...



Nett Trade Price per Piece (¿)



MLED11WPAR30S27 MLED16WPAR3827 MLED16WPAR38OD



853018 00 852998 00 853032 00



83:42 93:79 98:13



yes yes yes



Novallure Lamps Product Description Delivering incandescent-like sparkling light effects, Novallure LED candle and luster bulbs are ideal for general and decorative lighting in the hospitality industry, as well as in home environments. Mounted in full view in chandeliers, wall scones or modern luminaires, the clear or frosted glass bulbs fit all existing fixtures with an E14 socket. Drawing upon inputs from chandelier makers and designed to enhance the aesthetic appeal of the chandelier or luminaire, not only when lit but also when not, these lamps come in a classical slender



Product Features • Unique eye-catching lens design • Inviting, sparkling light effect • Lower maintenance cost due to 15 times longer lifetime • Free of mercury and hazardous materials. • available in clear and frosted



• 80% energy saving • Classical slender shape and crystal-clear bulb, fitting all existing fixtures with E14 holders enhances original design concept of chandelier



Application • Hospitality applications and in the home • Chandelier, wall scone or modern luminaire



D



Product Benefits • Sparkling warm light



C



C



D



shape with a unique, eye-catching lens design. They produce a beautiful sparkling warm light that delivers huge energy savings and minimises maintenance cost.



Dim. C D no. nom. nom.



Dim. C D no. nom. nom. 1



99



2



35.1



77



45



Novallure 230-240V Wattage



CapBase



Bulb



Colour Code



Colour Temperature



Luminous Flux



(K)



(lm)



(h)



SES SES SES SES



B35 P45 B35 P45



WH WH WH WH



3000 3000 3000 3000



50 50 50 50



15000 15000 15000 15000



(W) 2 2 2 2



Average Lifetime



Dim. Packing type/Packing no. configuration



1 2 1 2



1CT / 10 1CT / 10 1CT / 10 1CT / 10
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10 10 10 10



National Order Code



Ordering number 8727900...



Nett Trade Price per Piece (¿)



LEDB35E14CL3000 LEDP45E14CL3000 LEDB35E14FR3000 LEDP45E14FR3000



852899 00 852912 00 852936 00 852950 00



33:95 33:95 33:95 33:95



yes yes yes yes
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LED Lighting Systems AccentLED Lamps Product Benefits



Product Features



Product Description • High-power low-voltage (MR16 GU5.3) and mains-voltage (GU10 and ES) LED reflector lamps for retrofit replacement of conventional incandescent and halogen reflector lamps in indoor applications



• Big energy savings of up to 80% compared with standard halogen or GLS reflector lamps • Extremely long lifetime of 35,000 hours with 70% lumen maintenance • High reliability through low (early) failure rate • Color consistency ensured by controlled binning of LEDs • High-intensity beam with clearly defined beam spread • No UV and IR radiation; ideal for illuminating sensitive products and objects • No danger of fire if GU10 and ES lamps (non-dimmable) are connected to dimmer



• Based on high-performance Lumiled Luxeon LEDs in halogen-type reflector • Colored lamps available on request • MR16 GU5.3 lamps are dimmable • GU10 and ES lamps are non-dimmable, although safe if connected to dimmer • MR16 GU5.3 lamps can be used with all types of magnetic transformers; some electronic transformers may be incompatible because of low lamp power (2 W) • RoHS compliant



Application • Accent, decorative and task lighting • Illumination of small objects within short distances (< 1 m) in shops, hotels, restaurants etc. • Highlighting heat-sensitive objects, e.g. in culinary shops, art galleries, museums, libraries etc • Especially suited for use in locations where minimum maintenance is required during lamp life



D



D



D



C



C



C



C



D



• User safety ensured by no risk of touching live (MV) components, e.g. when removing lamp from fitting



F



Dim. C D no. nom. nom. 1



45.8



Dim. C D no. nom. nom.



50.5



2



67.2



F



Dim. C D no. nom. nom.



Dim. C D no. nom. nom.



44



3



45.6



4



50.5



81.0



50.3



AccentLED Wattage



Voltage



(W)



(V)



2 2 2 2 2 2 2 2 2 2 4 4 4 4



12 12 12 230-240 230-240 230-240 230-240 230-240 230-240 12 12 12 230-240 230-240



CapBase



Bulb



Colour Code



GU5.3 GU5.3 GU5.3 GU10 GU10 GU10 GU10 GU10 GU10 GU5.3 GU5.3 GU5.3 GU10 GU10



MR16 MR16 MR16



RE GR YE RE GR CW WW BL YE BL WW CW WW CW



MR16 MR16 MR16



Luminous Flux



Luminous Intensity



(°)



(lm)



(cd)



10 10 10 10 10 10 10 10 10 10 10 10 10 10



21 16 10 11 12 10 10 3 4 4 31 41 31 45



284 240



730 1000 730 1000



Average Dim. Lifetime no.



Packing type/ Packing configuration



National Order Code



Ordering number 8727900...



Nett Trade Price per Piece (¿)



ACCENTLEDREGU5 ACCENTLEDGRGU5 ACCENTLEDYEGU5 ACCENTLEDREGU10 ACCENTLEDGRGU10 ACCLEDGU10CW ACCLEDGU10WW ACCENTLEDBLGU10 ACCENTLEDYEGU10 ACCENTLEDBLGU5 ACCLED4WMR16WW ACCLED4WMR16CW ACCLED4WGU10WW ACCLED4WGU10CW



535532 25 535549 25 535563 25 535570 25 535587 25 535013 25 535020 25 535594 25 535600 25 535556 25 536249 25 536256 25 536263 25 536270 25



56:31 56:31 56:31 56:31 56:31 56:31 56:31 56:31 56:31 56:31 91:21 91:21 79:68 79:68



(h) 35000 35000 35000 35000 35000 35000 35000 35000 35000 35000 35000 35000 35000 35000



1 1 1 2 2 2 2 2 2 1 3 3 4 4
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1CT / 10 1CT / 10 1CT / 10 1CT / 10 1CT / 10 1CT / 10 1CT / 10 1CT / 10 1CT / 10 1CT / 10 1CT / 10 1CT / 10 1CT / 10 1CT / 10



10 10 10 10 10 10 10 10 10 10 10 10 10 10



yes yes yes yes yes yes yes yes yes yes yes yes yes yes
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LED Lighting Systems DecoLED Outdoor Lamps • Colored G50 LED lamps and color-changing G60 LED lamps with ES and BC base for direct retrofit replacement of standard low-wattage incandescent lamps in a wide range of decorative, party, signage and architectural lighting applications



• Based on 5 mm LEDs with integrated optics • White versions have 6 LEDs per lamp; all others have 12 LEDs per lamp • Non-dimmable, although safe if connected to dimmer • RoHS compliant; lead-free solder and components



Product Features



Product Benefits



• ES and BC base lamps with bulb diameter 50 mm (mono colors) and 60 mm (color-changing) • Bulb material UV-resistant polycarbonate • Very low power consumption: 0.4 0.7 W (red and yellow lamps); 0.5 0.8 W (blue and green lamps); 0.5 1.0 W (white and cool white lamps); 0.8 1.5 W (color-changing lamps)



C



D



• Big power savings of up to 80% compared with standard incandescent lamps • Provide the equivalent of 12 15 W of incandescent light • Extremely long lifetime of up to 20,000 hours with virtually zero maintenance requirements • Safety through low voltage • Low heat production



• No glass to break, no hot filament, no gas or candle flames and fumes • No danger of fire if connected to dimmer • Lamp bulb and cap are glued together to make a weatherproof joint



Application • Decorative, party, signage and architectural lighting, both indoor and outdoor



D



C



Product Description



Dim. C D no. nom. nom.



Dim. C D no. nom. nom. 1



100



50



3



100



50



2



115



60



4



115



60



DecoLED Outdoor 230-240V Wattage



CapBase



Bulb



Colour Code



BC BC ES ES BC ES



G50 G50 G50 G50 G60 G60



CW WH CW WH CC CC



(W) 1 1 1 1 1:5 1:5



Luminous Flux



Average Lifetime



(lm)



(h)



6 5 6 5



20000 20000 20000 20000 20000 20000



Dim. no.



Packing type/Packing configuration



1 1 3 3 2 4



1CT / 10 1CT / 10 1CT / 10 1CT / 10 1CT / 10 1CT / 10



National Order Code



Ordering number 8727900...



Nett Trade Price per Piece



LEDODB22CW LEDODB22WH LEDODE27CW LEDODE27WH LEDODB22CC LEDODE27CC



535174 25 535181 25 535105 25 535112 25 535167 25 535099 25



44:95 44:95 44:95 44:95 49:22 49:22



(¿)
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10 10 10 10 10 10



yes yes yes yes yes yes
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LED Lighting Systems DecoLED Lamps Product Description • Twistline GU10 reflector and G50, G60, and B40 candle (ES) LED lamps in white and various color versions for a wide range of decorative and beautification applications



Product Features • Lamps available in white, colors (green, red, blue and yellow/ amber) and color-changing versions • Very low power consumption: 0.5 1.0 W (red and yellow lamps); 0.7 1.5 W (blue and green lamps); 1.0 1.5 W (color-changing lamps) D



• Twistline GU10 and B40 candle lamps available in white and all color versions • G50 lamps available in white and colors; G60 lamps available in color-changing version • Based on 5 mm low-power LEDs with integrated optics • Color-changing versions have 12 LEDs per lamp; all others have 18 LEDs per lamp • R, G, B LEDs with wide beam; R, G, B, A LEDs with 15º beam



Product Benefits



Application • Accent and decorative lighting (not for general lighting) • Indoor use in halls, landings, kitchens etc. in recessed ceiling or floor luminaires • Outdoor use in enclosed (IP44) luminaires



• Very low power consumption



D



128



C



C



C



D



Dim. C D no. nom. nom. 1



• Extremely long lifetime of 20,000 hours (colored lamps) and long lifetime of 6,000 hours (white lamps) • Colored light creates attractive decorative effects



Dim. C D no. nom. nom.



Dim. C D no. nom. nom.



42



2



100



3



50



57



50



DecoLED 230-240V Wattage



CapBase



Bulb



Colour Code



SES SES SES ES GU10



B40 B40 B40 G50 Reflector



RE YE WH CW BL



(W) 1 1 1 1 1



Luminous Flux



Average Lifetime



(°)



(lm)



(h)



15



2:5 2 5 6 4



20000 20000 20000 20000 20000



Dim. no.



Packing type/Packing configuration



1 1 1 2 3



/ 10 / 10 / 10 / 10 / 10



10 10 10 10 10



National Order Code



Ordering number 8727900...



Nett Trade Price per Piece (¿)



LEDCANRED LEDCANYELLOW LEDCANWHITE LEDRNDCOWH LEDGU10BLUE



536935 25 536942 25 536966 25 536355 25 536041 25



44:95 44:95 44:95 44:95 44:95



yes yes yes yes yes



LED Cooler System LED cooler modules 310



Product Description • Affinium LED cooler modules for replacement of traditional tubular fluorescent lamps in cooler cabinets • The wide range includes modules for the display of dairy products, cheese and meat • Mounting sets and the Philips 100W LED power driver to complete the lighting system are available separately



Product Features • Available in 900mm and 1200mm lengths



• Low energy consumption: tremendous savings compared to traditional fluorescent lighting • Ideal for high-quality display lighting without flickering, color differences or non-functioning units as with traditional fluorescent lighting • LCM Neutral White modules are replacement for TL-D / TL-5 840 lamps and are ideal for dairy products as milk and yoghurt or any merchandise which requires a daylight color • LCM Warm White modules are replacement for TL-D/TL-5 830 lamps and are ideal for products which requires daylight color • LCM Warm White RED modules have a spectral distribution optimally tuned to provide a good appearance of the food, especially meat • Guaranteed performance and proven system reliability: three-year Philips system guarantee



• Module lifetime rated at 50,000 hrs (70% lumen maintenance) • Operating temperature 30 to +30°C • Safety temperature 30 to +30°C • Storage temperature 30 to +60°C



Product Benefits • Give retailers an excellent total cost of ownership with attractive payback times for cooler lighting • A much better visual impression of the merchandise on display by reducing dark spots • The thinnest and most unobtrusive LED profile (13mm) in the market • Significantly improved sustainability thanks to lower energy consumption, reduced waste, and elimination of hazardous substances, such as mercury and lead • Quick and easy to install: complete system with LED module, mounting set and 100W LED power driver
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• Safety Extra Low Voltage (SELV) operation ensures safety even if wiring or units are damaged (provided an SELV-rated power supply is used)



Environment • Philips Green Flagship product • High energy efficiency; tremendous savings compared with fluorescent lighting • RoHS compliant mercury and lead free • Covered by WEEE (Waste Electrical and Electronic Equipment)



Application • Designed to replace traditional tubular fluorescent lamps in (semi) multideck cooler cabinets



System • Complete system includes Philips Affinium LCM310 LED cooler modules, mounting sets and 100W LED power driver



10th February 2010



C1



LED Lighting Systems



A1



B1



Dim. A1 A3 B1 C1 no. nom. nom. nom. nom. 1



900



900



52



13



2



1200 1200



52



13



Type



Wattage



Affinium LCM310 mounting set shelf Value-plus LCM310 900mm(35") NW Value-plus LCM310 1200mm(47") NW Value-plus LCM310 900mm(35") WW Value-plus LCM310 1200mm(47") WW Vision-plus LCM310 900mm(35") NW Vision-plus LCM310 900mm(35") WW Vision-plus LCM310 1200mm(47") NW Vision-plus LCM310 1200mm(47") WW



Average Lifetime



(W)



Colour Rendering Index (Ra )



8 11 12 18 20 20 30 30



75 75 85 85 75 85 75 85



50000 50000 50000 50000 50000 50000 50000 50000



Dim. no.



Packing type/ Packing configuration



National Order Code



Ordering number 8727900...



Nett Trade Price per Piece (¿)



LCM310 M SET SH LCM310VA 900NW LCM310VA 1200NW LCM310VA 900WW LCM310VA 1200WW LCM310VI 900NW LCM310VI 900WW LCM310VI 1200NW LCM310VI 1200WW



848533 00 846287 00 846263 00 846324 00 846270 00 846843 00 846850 00 846331 00 846836 00



2:48 375:66 435:77 525:93 586:03 375:66 450:80 435:77 525:93



(h) 1 2 1 2 1 1 2 2



UNP / 50 UNP / 5 UNP / 5 UNP / 5 UNP / 5 UNP / 5 UNP / 5 UNP / 5 UNP / 5



50 5 5 5 5 5 5 5 5



IMAGEO range IMAGEO LED Candle • Set of three LED candle lights powered by rechargeable batteries • Available in frosted white and colors



Product Features • Available in glass in white • Available in plastic in six different colors • Intuitive and innovative tumble switch for easy on and off switching just by shaking the glass • Long-lasting glow (20 hours) • Convenient recharging on the induction charger base. Type



Packing type/Packing configuration



Product Benefits



D



• Warm, gentle flicker of a normal wax candle gives a romantic ambiance • Wireless operation for freedom of placement • Safe to use no risks of open flames and hot wax or inconvenient matches • Cool to the touch



Application • Suitable for both indoor and outdoor use (water-resistant) • Wireless, portable candles can be placed where needed



C



Product Description



C D nom. nom. 125



55



National Order Code



Ordering number



Nett Trade Price per Piece



IMAGEOCANDLERED IMAGEOCANDLEKIT IMAGEOHOSP1



8727900 809732 00 8711500 799135 36 8711500 799012 20



33:75 33:75 14:50



(¿) IMAGEO LED Candle 3set Red UK IMAGEO LED Candle 3set UK IMAGEO LED Candle single White



1CT / 5 1CT / 5 1CT / 15



5 5 15



IMAGEO AquaLight Product Description • Set of three floating candle lamps powered by rechargeable batteries



Product Features • Shiny white color with a transparent upper part that makes the LED flicker realistically • Tumble switch for easy on and off switching just by shaking the AquaLight • Convenient recharging on the induction charger base



Product Benefits • Warm, gentle flicker of a normal wax candle allows the creation of ambiance • Wireless operation for freedom of placement • Safe to use and safe on water no open flames or hot wax, no inconvenient matches and cool to the touch
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Application • Can be used in the bath or the pond • Suitable for both indoor and outdoor use (water-proof) • Wireless, portable candles can be placed where needed



10th February 2010



LED Lighting Systems Type



Packing type/Packing configuration



National Order Code



Ordering number 8727900...



Nett Trade Price per Piece



IMAGEOAQUALIGHT



270075 36



33:75



(¿) IMAGEO AquaLight 3set EU



1CT / 5



5



SpotOn



Product Features • Movement sensor switches lamp on when it detects movement • Three ways to install stick, screw or magnetic • Easy to open for battery replacement Type



Packing type/Packing configuration



Product Benefits • Lights your way; perfect for dark corners • Gives bright white light • Safe in use and cool to touch • Long-lasting LED technology • Wireless



A1



C1



• Battery-powered lamp that switches on automatically when it detects movement and switches off automatically after 20 seconds



B1



Product Description



Application • Battery-powered • Can be placed anywhere



A1 B1 C1 nom. nom. nom. 78
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68



National Order Code



Ordering number 8711500...



Nett Trade Price per Piece



SPOTONSILVER1BL SPOTON1BL



818195 25 817549 25



10:00 10:00



(¿) SpotOn Silver SpotOn White



1BL / 10 1BL / 10



10 10



LivingColors LivingColors • LivingColors is a powerful LED light, that can wash a wall or corner with an infinite range of different shades of light • The touch sensitive colour whell controller makes it easy to create the right mood and atmosphere for any occasion



• Remote control with dimmer • Direct your light at angle



D D1



Product Benefits • Let your interior follow your feelings



C



Product Description



Applications • Home Lighting



Product Features • Instant atmosphere with endless colours



C nom.



D nom.



D1 nom.



170.9 189.8 152.2



Type



Packing type/Packing configuration



National Order Code



Ordering number 8727900...



Nett Trade Price per Piece



LIVCOLCLEAR LIVCOLBLACK



270020 00 270198 47



162:50 162:50



(¿) LivingColors Crystal Clear UK LivingColors Black UK



1CT / 2 1CT / 2



2 2



17



10th February 2010



LED Lighting Systems LivingColors mini LivingColors is an exciting new form of lighting for the home that enables you to express yourself by creating striking light effects to suit your mood, in the color of choice, with just the press of a button. Simply by using the intuitive, touch-sensitive color wheel on the lamp, you can select one of 256 different colors to create a new atmosphere and bathe your home in truly personal colors whenever you want. With the LivingColor Mini range you have the chance to make your room right up to date with the latest, most exciting trends. Type



Product Features



D



• 256 colors possible • Automatic color changing • A palette of finishes to match interior fashion • LED lamp • Up to 7.5W energy consumption



C



Product description



Product Benefits • Choose your color with one touch • Catch the trend • Lasting Enjoyment • Low Energy Consumption



Packing type/Packing configuration



C nom. 143.43



D D1 nom. nom. 150



93.75



National Order Code



Ordering number 8727900...



Nett Trade Price per Piece



LIVCOLWHITEMINI LIVCOLBLACKMINI LIVCOLSILVMINI



536836 45 536843 45 536867 45



95:59 95:59 95:59



(¿) LivingColors Mini Glossy White UK LivingColors Mini Glossy Black UK LivingColors Mini Silver UK



1CT 1CT 1CT



4 4 4



LED GreenPower Accessories for GreenPower LED Modules Product Description



Product Features



• A range of installation accessories for Philips GreenPower LED module High Flux, such as connectors (with enclosed connector applicator), connector tool and mounting brackets



Type



• The connector applicator is enclosed in the packing of the connector Xtend • Dedicated mounting brackets can be used if mounting on cooling pipes is needed



Packing type/Packing configuration



• Both the connector types (Xtend and End Cap) ensure a reliable IP66 rated connection of the GreenPower LED module



National Order Code



Ordering number 8727900...



Nett Trade Price per Piece



LS2HP CABLE



805901 00



N=A



(¿) LS hp cable 4xAWG24



UNP / 1



1
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LED Lighting Systems Accessories for GreenPower LED String Product Description • A range of installation accessories for Philips GreenPower LED string Low Flux, such as connectors (with enclosed connector applicator), connector tool, extension cable, mounting clips and double-sided adhesive tape pads



Product Features • The connector applicator is enclosed in the packing of the connector Xtend • Double-sided adhesive tape pads have been tested for use on stainless steel, aluminum and PMMA



Type



Packing type/Packing configuration



• If adhesive tape pads are to be used on non-tested materials or coatings, compatibility with adhesive tape should be ensured • Dedicated mounting clips can be used when adhesive tape pads do not provide sufficient adhesion • If there is any doubt about the adhesive strength of the adhesive tape pads to the mounting surface, the dedicated mounting clips should be used instead • Both the connector types (Xtend and End Cap) ensure a reliable IP66 rated connection of the GreenPower LED String National Order Code



Ordering number 8711559...



Nett Trade Price per Piece



LS2-CONNECTOR LS2-ENDCON LEDSTRCONNTOOL LS2-CABLE LS2-CLIP LS2 TAPE 1700 LS2-TAPE



763972 30 763996 30 765686 00 763934 00 763910 30 764030 00 764016 00



7:08 7:08 N=A 260:72 0:45 N=A 89:39



(¿) connector xtend connector end cap connector tool extension cable 4-wire Mounting Clip mounting tape 1680 pads mounting tape 210 pads



UNP / 10 UNP / 10 UNP / 1 UNP / 1 UNP / 200 UNP / 1 UNP / 1



10 10 1 1 200 1 1
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