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Lifting



Lifting Services



A comprehensive lifting, testing and inspection service



Lifting Fendercare Marine supplies all types of lifting and handling equipment: powered and manual crane hoist systems powered and manual chain hoists and ratchet lever hoists powered and manual winches slings, including chains, wire rope, webbing and fibre rope ratchet lashing systems shackles jacks and jacking systems a wide range of ‘below the hook’ tackle pallet trucks and stackers



We also offer a comprehensive rigging, testing and inspection service, including: lifting machinery and tackle maintenance testing inspection magnetic particle inspection



All products are backed by full maintenance and servicing arrangements tailored to your requirements. Work can be carried out in our workshops – or at your own premises to minimise downtime. We also provide a complete testing and inspection service conforming with LOLER and PUWER regulations and European Machinery Directives. This service is carried out in accordance with the Lifting Equipment Engineers Association (LEEA) procedures, including Magnetic Particle Inspection.



Drawings and picture references are for illustration purposes only.
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Lifting Services Fendercare Marine Lifting Services can supply a wide range of lifting equipment backed up by full testing, inspection, Magnetic Particle Inspection (MPI) and maintenance service covering all types of lifting machines and lifting gear. Our range of after sales services include the following. Proof load testing of cranes and structures, using either hard weights, water weights or dead anchors. All equipment used to carry out these services is calibrated and certified. Proof load tests and testing to destruction of wire rope and fabric slings. These services would be carried out at our works. Proof load and light load testing of lifting machines and tackle using hydraulic tensile test rig. These services would be carried out at our works. Thorough examination of all types of lifting equipment and structures. Magnetic Particle Inspection (MPI) on-site or at our works. Maintenance, repair and re-certification of most lifting equipment.



Drawings and picture references are for illustration purposes only.
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Beam Clamps The standard screwlock beam clamps are designed to provide a quick and versatile rigging point for all types of hoisting equipment, pulley blocks or loads. These clamps offer a wide, easily adjustable, jaw capacity which again lends itself to a variety of applications. The central threaded spindle allows for easy attachment, safe and secure grip. Features: SWL range from 1000kg to 10 tonne s uitable for beam flange widths from 75mm to 320mm depending on load capacity



Model YC1 YC2 YC3 YC5 YC10



WLL kgs 1000 2000 3000 5000 10000



Jaw Capacity mm 75-230 75-230 80-320 90-310 90-320



Weight kgs 3.8 4.6 9.2 11 17



Beam Trolleys Beam trolleys are available for a variety of applications and can be either push travel, geared or powered. The easy installation to any beam makes them suitable for fixing to any hoists, pulleys and loads you wish to move. Features: most models are adjustable to suit a range of beam flanges SWL range from 500kg to 20 tonne



Drawings and picture references are for illustration purposes only.



185



www.fendercare.com



Lifting



Lifting Equipment



Camlok Lifting Clamps Camlok offers the widest range of specialist lifting and handling equipment available in the market. Their quality, reliability, safety and cost effectiveness is second to none. The core product is the range of sheet metal and steel plate lifting clamps. Also available are clamps for lifting, turning and dragging all varieties of steel beams, bars and profiles.



Round stock grab SWL 100-4000kg



Specialist clamps for handling rail track, pipes and tubes, oil drums, piles and concrete pipes can be supplied. Special purpose clamps can be designed and manufactured to meet your specific needs. SWL in accordance with requirement.



Screw clamp SWL 750-500kg



Vertical plate lifting clamp SWL 50-3000kg



Electric Chain Hoists A wide range of electric chain hoists are available for all lifting operations with load capacities ranging from 125kg to 5 tonne. Power supply range: 400v, 3 phase, 50Hz, 230v single phase and 110v single phase. Most hoists can be supplied with low voltage control to conform to the various industry requirements. Available with single speed or dual speed hoisting and speeds to suit different applications. Spark proofed and protection against ingress of water or dust also available. Various suspension methods to suit application include integral powered trolley, push travel trolley, eye or hook. Some hoist models come with a radio remote control option.



Drawings and picture references are for illustration purposes only.
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Forklift Attachments There is a whole range of forklift attachments available to handle most products used in warehousing, construction and lift factory industries. If you have an application where you wish to use a fork truck for non standard handling just ask and we can advise on the options available. Some applications where forklift attachments can be used: fork extensions – where larger than normal pallets or stillages are used adjustable fork mounted crane hooks – converts a forklift truck into a mobile crane drum handling clamps – various types available, such as automatic type and turning or tilting attachment self dumping hoppers – a mini skip type attachment for handling products or waste with a tipping facility



SWL is dependant on the load rating of the forklift truck to be used.



Hand Chain Hoists A highly versatile and portable chain hoist suitable where power is not available or for temporary work with load capacities ranging from 250kg to 10 tonne. Features: compact and rugged unit in solid steel construction this type of hoist comes only with hook suspension low weight



Options: models with corrosion and acid resistant bodies and/or load and hand chain overload prevention device some models can be supplied with chain container



Drawings and picture references are for illustration purposes only.
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Hydraulic Jacks Our range of hydraulic jacks and tools are designed for professional operation. There is a hydraulic jack or tool for almost every operation where heavy jacking or moving is involved. Features: lift heights from 10mm to 500mm load capacity 1 tonne to 1,100 tonne a wide range of electrical and manually operated hydraulic pump sets to suit each operation an extensive range of valves, manifolds, couplers, hoses and calibrated gauges to choose from



Manual Winches A wide range of manual winches are available fitted with either wire rope or webbing belt lifting or hauling lines. This type of winch has a wide range of applications including raising basket ball nets and chandeliers, light engineering operations, on boat trailers and many others. Features: SWL: 63kgs to 5 tonne can be wall, column, base or trailer mounted finish: Aluminium casting, painted steel, stainless steel or galvanised



Drawings and picture references are for illustration purposes only.
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Pallet Trucks For the professional transportation of palletised goods under demanding conditions. There is a range of pallet trucks for use on lorries in factories and warehouses and anywhere that palletised loads are handled. Features: various fork lengths and widths are available can be supplied with paint, galvanised or stainless steel finish models with built in weighing scales, high lift facilities and tilt mechanisms available powered pallet trucks also available capacities from 2000kg to 3000kg



Permanent Load Lifting Magnets Load lifting magnets are ideal tools for easy, quick and thus economical lift and moving of ferro-magnetic material. Typical operating areas are machine workshops, steel fabrication factories and warehouses, etc. The load is not affected mechanically which allows lifting of flat, as well as round material. The magnets are activated/deactivated easily by turning the locking lever. In the activated condition the hand lever will be safely locked and thus prevent unintended demagnetising. Features: flat material capacity: 100kg to 1000kg. These are dependant on the thickness of material round material capacity: 50kg to 500kg. These are dependant on material diameter



Drawings and picture references are for illustration purposes only.
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Powered Winches There is a vast range of powered winches available to suit every application. They can be electrical, pneumatic, hydraulic or engine powered with load capacities ranging from 250kg to 100 tonne plus. Features: they use chain, wire rope or fibre rope as a pulling member can be used for pulling or lifting purposes can be portable, trailer or base mounted this type of hoist comes only with hook suspension



Ratchet Lever Hoists Features: a universal lightweight device suitable for lifting and pulling operations SWL: 250kg to 10 tonne s tandard 1.5m height of lift. Longer lengths available on request



Drawings and picture references are for illustration purposes only.
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Chain Slings and Accessories We can supply a full range of grade 8 and 10 chain slings for general lifting purposes to BS EN 818-4: 1997. These slings are mechanically assembled and can be supplied in a configuration to suit your use in a short time. Chain slings are hardwearing and easily stored away. They come with a wide range of fittings and hooks for all applications. They can be single, two, three or four leg, all using a single top ring for securing to the lifting hook or shackle. Given below is a Working Load Limit (WLL) table which will assist you in calculating the type and size of sling required for your lifting operations. This chart is only applicable to grade 8 chain slings. Should you require details about the grade 10 products or have any questions in relation to other chain sling products, do not hesitate to call our technical staff for advice.



Grade 8 and Grade 10 Chain Slings



WLL tonne



Single Leg Sling



2 Leg Sling 0-45º Grade Grade 8 10



2 Leg Sling 45-60º Grade Grade 8 10



3 Leg Sling 0-45º Grade Grade 8 10



3 Leg Sling 45-60º Grade Grade 8 10



4 Leg Sling 0-45º Grade Grade 8 10



4 Leg Sling 45-60º Grade Grade 8 10



Dia.



Grade 8



Grade 10



6mm



1.12



1.5



1.6



2.12



1.12



1.5



2.36



3.15



1.7



2.24



2.36



3.15



1.7



7mm



1.5



-



2.12



-



1.5



-



3.15



-



2.24



-



3.15



-



2.24



-



8mm



2



2.5



2.8



3.5



2



2.5



4.25



5.2



3



3.7



4.25



5.2



3



3.7



10mm



3.15



4



4.25



5.6



3.15



4



6.7



8.4



4.75



6



6.7



8.4



4.75



6



13mm



5.3



6.7



7.5



9.5



5.3



6.7



11.2



14



8



10



11.2



14



8



10



16mm



8



10



11.2



14



8



10



17



21



11.8



15



17



21



11.8



15



19mm



11.2



-



16



-



11.2



-



23.6



-



17



-



23.6



-



17



-



20mm



12.5



16



17.5



22.4



12.5



16



26.25



33.6



18.74



24



26.25



33.6



18.75



24



2.24



22mm



15



-



21.2



-



15



-



31.5



-



22.4



-



31.5



-



22.4



-



26mm



21.2



-



30



-



21.2



-



45



-



31.5



-



45



-



31.5



-



32mm



31.5



-



45



-



31.5



-



67



-



47.5



-



67



-



47.5



-



Drawings and picture references are for illustration purposes only.
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Polyester Webbing Slings and Roundslings The range of polyester webbing slings and roundslings This product is suitable for use in the temperature range offer a lightweight and flexible alternative to chain and of -40°C to 100°C. wire rope slings. They offer great strength with a 7:1 Advantages: factor of safety and are easily stored with a wide range high strength to weight ratio of slinging methods available. All slings are colour coded for easy recognition of Working Load Limit (WLL) even light and flexible under the most arduous conditions. ability to absorb shock loads does not damage delicate and painted surfaces



We offer a full range of webbing slings including flat eye, becket eye, endless and basket slings. They are available in WLL range of 1 tonne to 30 tonne and any length suitable for your application.



flattens under load twist or kink resistant unaffected by grease and oils ideal for choke application



Roundslings can be supplied with WLL range from 1 tonne to 100 tonne with effective working lengths (EWL) up to 30 metres.



low extension



Webbing Sling



Roundsling



Webbing Slings and Roundslings Duplex Webbing Slings



WLL tonne



Straight x 1



Polyester Roundslings



Choked x 0.8



Basket x 2



90º Basket x 1.4



Straight x 1



Choked x 0.8



Basket x 2



90º Basket x 1.4



Violet



1



0.8



2



1.4



1



0.8



2



1.4



Green



2



1.6



4



2.8



2



1.6



4



2.8



Yellow



3



2.4



6



4.2



3



2.4



6



4.2



Grey



4



3.2



8



5.6



4



3.2



8



5.6



Red



5



4



10



7



5



4



10



7



Brown



6



4.8



12



8.4



6



4.8



12



8.4



Blue



8



6.4



16



11.2



8



6.4



16



11.2



Orange



10



8



20



14



10



8



20



14



Drawings and picture references are for illustration purposes only.
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Wire Rope Products We can supply many types of wire rope products which include: galvanised and ungalvanised steel wire ropes, stainless steel wire ropes, wire rope slings and winch cables to cover the requirements of all industries. All our wire rope lifting slings conform to BS EN 13414-1: 2003 which covers single leg and multi leg (2, 3 or 4 legged) slings. An example table is given below that covers the Working Load Limit (WLL) for slings using steel core or fibre core rope of classes 6x19 and 6x36 and having ferrule secured eye terminations. If you require any specific type of slings or need advice regarding your application call our technical staff who will offer any guidance to help you. Wire Rope Slings Based on 1960 Tensile Grade; 6x19 or 6x36 Constructions and Having Ferrule Secured Eye Terminations



WLL tonne



Single leg sling



2 Leg Sling 0-45º Fibre Steel Core Core



2 Leg Sling 45-60º Fibre Steel Core Core



3 Leg Sling 0-45º Fibre Steel Core Core



3 Leg Sling 45-60º Fibre Steel Core Core



4 Leg Sling 0-45º Fibre Steel Core Core



4 Leg Sling 45-60º Fibre Steel Core core



Fibre Core



Steel Core



8mm



0.76



0.82



1



1.1



0.76



0.82



1.6



1.7



1.1



1.2



1.6



1.7



1.1



1.2



9mm



0.96



1



1.3



1.4



0.96



1



2



2.1



1.4



1.5



2



2.1



1.4



1.5



Dia.



10mm



1.2



1.3



1.7



1.8



1.2



1.3



2.5



2.7



1.8



1.9



2.5



2.7



1.8



1.9



11mm



1.4



1.5



1.9



2.1



1.4



1.5



2.9



3.1



2.1



2.2



2.9



3.1



2.1



2.2



12mm



1.7



1.8



2.4



2.5



1.7



1.8



3.5



3.8



2.5



2.7



3.5



3.8



2.5



2.7



13mm



2



2.1



2.8



2.9



2



2.1



4.2



4.4



3



3.1



4.2



4.4



3



3.1



14mm



2.3



2.5



3.2



3.5



2.3



2.5



4.8



5.2



3.5



3.7



4.8



5.2



3.5



3.7



16mm



3



3.3



4.2



4.6



3



3.3



6.3



6.9



4.5



4.9



6.3



6.9



4.5



4.9



18mm



3.8



4.1



5.3



5.7



3.8



4.1



8



8.6



5.7



6.1



8



8.6



5.7



6.1



20mm



4.7



5.1



6.6



7.1



4.7



5.1



9.8



10.7



7.1



7.6



9.8



10.7



7.1



7.6



22mm



5.7



6.2



8



8.7



5.7



6.2



11.9



13



8.6



9.3



11.9



13



8.6



9.3



24mm



6.8



7.4



9.5



10.3



6.8



7.4



14.3



15.5



10.2



11.1



14.3



15.5



10.2



11.1 12.9



26mm



8



8.6



11



12



8



8.6



16.8



18



12



12.9



16.8



18



12



28mm



9.3



10



13



14



9.3



10



19.5



21



14



15



19.5



21



14



15



32mm



12.1



13.1



16.9



18.3



12.1



13.1



25.4



27.5



18.2



19.6



25.4



27.5



18.2



19.6



36mm



15.4



16.6



21.5



23.2



15.4



16.6



32.3



34.8



23.1



24.9



32.3



34.8



23.1



24.9



40mm



19



20.6



26.6



28.8



19



20.6



39.9



43.2



28.5



30.9



39.9



43.2



28.5



30.9



44mm



23



24.8



32.2



34.7



23



24.8



48.3



52



34.5



37.2



48.3



52



34.5



37.2



48mm



27.4



29.6



38.3



41.4



27.4



29.6



57.5



62.1



41.1



44.4



57.5



62.1



41.1



44.4



52mm



32.2



34.8



45



48.7



32.2



34.8



67.6



73



48.3



52.2



67.6



73



48.3



52.2



56mm



37.4



40.2



52.3



56.2



37.4



40.2



78.5



84.4



56.1



60.3



78.5



84.4



56.1



60.3



60mm



42.8



46.2



59.9



64.6



42.8



46.2



89.8



97



64.2



69.3



89.8



97



64.2



69.3
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Spreader Beams There is an extensive range of operations where spreader beams are used. Spreader beams are the practical and safe choice for either long material to prevent sagging and shifting, or for loads where the weight has to be carefully distributed or suspended from several points. They can take many forms but are generally straight multipoint, cruciform or H shaped. SWL: Can be supplied to handle whatever load capacity is required.



Wire Rope Lifting and Pulling Machines The wire rope lifting and pulling machine is one of the most versatile and multipurpose lifting machines available. They are widely used in most industries where lifting and moving operations are carried out, such as marine industry, heavy removals, construction and civil engineering, tree works and vehicle recovery. Models: 800kg, 1600kg and 3200kg SWL for lifting. Features: low weight-quick installation no limitation in terms of wire rope length easy to use, lightweight, robust, powerful, increased wear-resistance increase load capacity with sheave blocks overload protection precise load positioning within millimetres



Drawings and picture references are for illustration purposes only.
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Workshop Cranes The workshop crane proves itself most useful for a great number of applications in the workshop environment. In-house transport of machines, loading and unloading of vehicles. Installing and removing motors in vehicles can be handled safely and easily. Features: foldaway for space saving three position adjustable boom load capacity: 500kg and 1000kg



Drawings and picture references are for illustration purposes only.
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Load Cells Available for purchase or hire, our compression load cell range set new standards for all challenging and hazardous environments. Manufactured from high strength stainless steel and aluminium, they are fully customisable. Capacities range from 10kgs to 3000 tonnes. Features: Wide range of load ratings Environmentally sealed to a minimum of IP67 Stainless steel welded construction Simple apparatus for hazardous area use Sub-sea and extreme temperature variants available Easy to install and use Field proven technology



Benefits: Robust, with long design life Highly accurate readings Adaptable to suit specific applications Fast installation and set-up Cost effective solution



Drawings and picture references are for illustration purposes only.
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Type 9500 Compression Load Cell These general purpose load cells range from 50 to 100 tonnes. Competitively priced with very short lead times, they are ideal for a wide range of weighing applications. Many items are held in stock, so are often available for immediate dispatch.



Swivel Top Dia



Loading Dia



Optional Swivel Top



Height



Cable entry, 10 m 7 mm D to mil spec connector



Mil spec 6 Pin Flange connector



Diameter



Full Load (tonne) 50 100 200 300 500 1000



Base Dia



Load Cell Height 110 150 180 180 300 425



Load Cell Diameter 76 100 127 150 203 290



Optional Loading Base



Loading Diameter 60 80 110 130 170 250



Swivel Top Diameter 65 100 127 150 203 290



Drawings and picture references are for illustration purposes only.
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Type 2800, 3356 & 3357 Compression Load Cells A versatile range of low profile load cells with capacities ranging from 100kgs to 100 tonnes. The low profile form of the load cell provides stability and resistance to side loads. It also enables a set of fixing holes to be provided to attach the load cell to a surface base plate. A



B



D



C



Notes 1. 6 Off Fixing Holes 6.5 Dia, C’Bore 10.5 Dia x 6.5 Deep, Equi-spaced on 98.0 PCD 2. 6 Off Fixing Holes 12.5 Dia, C’Bore 18.5 Dia x 12.5 Deep, Equi-spaced on 122.0 PCD 3. 6 Off Fixing Holes 16.5 Dia, C’Bore 25.0 Dia x 16.5 Deep, Equi-spaced on 146.0 PCD Hole details “H”



Type No. 2800 2800 2800 2800 2800 2800 2800 2800 2800 2800 3356 3356 3356 3356 3356 3357 3357 3357 3357 3357 3357 3357



Ratings (kg) 100 200 500 1000 2000 3000 5000 7000 10000 20000 10000 20000 30000 40000 50000 40000 50000 60000 70000 80000 90000 100000



A



B



C



D



112 112 112 112 112 112 112 112 112 112 150 150 150 150 150 184 184 184 184 184 184 184



25 25 25 25 25 25 25 35 35 35 45 45 45 45 45 53 53 53 53 53 53 53



11 11 11 11 11 11 11 11 11 11 12 12 12 12 12 12 12 12 12 12 12 12



50 50 50 50 50 50 50 50 50 50 60 60 60 60 60 70 70 70 70 70 70 70



Hole Detail H See note 1 See note 1 See note 1 See note 1 See note 1 See note 1 See note 1 See note 1 See note 1 See note 1 See note 2 See note 2 See note 2 See note 2 See note 2 See note 3 See note 3 See note 3 See note 3 See note 3 See note 3 See note 3
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Type 7510 Compression Load Cells High load capacity load cells from 100 to 1000 tonnes Performance is assisted by the shaped loading cap, which accommodates slight misalignment to ensure a predictable constant loading pattern into the load cell.



E



B A B



C D



Full Load (tonne) 100 200 300 500 700 1000



A (mm) 170 215 240 320 350 400



B (mm) 127 163 179 248 281 315



C (mm) 100 126 151 216 216 272



D (mm) 184 210 244 320 320 380



E (mm) 86 112 136 196 196 246



Weight (kg) 8.5 18 28 75 86 150



Drawings and picture references are for illustration purposes only.
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Load Shackles A simple and practical method of obtaining tensile load. Capacities range from 2 tonnes to over 2000 tonnes. They can be customised to suit individual requirements, and as with our load cell range, sub-sea, extreme temperature, hazardous area and telemetry options are available. Available for sale and hire. Features: Wide range of load ratings Environmentally sealed to a minimum of IP66 Special load bobbin design Sub-sea, hazardous area and extreme temperature variants available Easy to install and use Bespoke solutions available Up the hole gauging options for improved accuracy and reliability Various data logging solutions including automatically generated loading reports via a laptop New integral aerial design to avoid accidental damage No interference when using multiple wireless shackles together



Benefits: Extremely robust and reliable for long-term operation Highly accurate readings Ideal for reduced height load monitoring Adaptable for suite specific applications Time savings on installation and set-up Cost effective solution



Drawings and picture references are for illustration purposes only.
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200 SC Cabled Load Shackles These standard load shackles are available for immediate sale or hire and offer exceptional quality and reliability at very competitive prices. They are supplied with a full certificate of calibration.



D A



C



F B



B



A Full Load (tonne) 25 35 55 85 110 120 140 150 175 200 250 300 400 500 600 700 800 900 1000



E A (mm) 45 50 65 75 80 89 90 102 102 120 125 135 165 175 195 205 210 220 230



A B (mm) 50 57 70 80 82 95 95 108 108 125 140 150 175 185 205 300 220 230 240



C (mm) 178 178 254 330 330 381 381 400 400 500 540 600 650 700 700 700 700 700 700



We can offer larger shackles. Please contact for details.



D (mm) 126 126 185 190 200 238 238 275 250 290 305 305 325 350 375 400 400 420 420



E (mm) 74 83 105 127 127 150 133 170 140 180 200 200 225 250 275 300 300 320 340



Weight (kg) 15 21 41 63 70 110 105 160 150 235 285 340 560 685 880 980 1100 1280 1460



Drawings and picture references are for illustration purposes only.
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2000 ST Telemetry Load Shackles As with the cable load shackle range, our telemetry shackles also offer proven reliability at affordable prices. They are ideal for situations where the use of traditional cable shackles would limit distance or movement, or where for safety reasons, a greater distance is needed between the load and the operator. Many items are held in stock for immediate delivery.



D A



C



F B



B



A Full Load (tonne) 25 35 55 85 110 120 140 150 175 200 250 300 400 500 600 700 800 900 1000



E A (mm) 45 50 65 75 80 89 90 102 102 120 125 135 165 175 195 205 210 220 230



A B (mm) 50 57 70 80 82 95 95 108 108 125 140 150 175 185 205 300 220 230 240



C (mm) 178 178 254 330 330 381 381 400 400 500 540 600 650 700 700 700 700 700 700



We can offer larger shackles. Please contact for details.



D (mm) 126 126 185 190 200 238 238 275 250 290 305 305 325 350 375 400 400 420 420



E (mm) 74 83 105 127 127 150 133 170 140 180 200 200 225 250 275 300 300 320 340



Weight (kg) 15 21 41 63 70 110 105 160 150 235 285 340 560 685 880 980 1100 1280 1460



Drawings and picture references are for illustration purposes only.
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Load Links When measuring tensile load, load links offer unrivalled accuracy. Capacities range from 2 tonnes to 400 tonnes and can be customised to suit individual requirements. Light weight, with good linearization, they are both reliable and cost effective. Available for sale and hire. Features: Manufactured from lightweight aluminium Environmentally sealed to a minimum of IP66 High safety factor Choice of displays Data collection via logging package Easy to install



Benefits: Provide highly accurate tensile load readings Long-term, reliable operation Fast delivery times, often from stock Cost effective solution



Drawings and picture references are for illustration purposes only.
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Cabled Load Link Ideally suited to harsh marine and offshore environments where accuracy, reliability and environmental sealing are at a premium.



D B



C



E



Full Load (tonne) 2 5 10 12.5 20 25 35 50 75 100 150 200 250 300 400



A



A (mm) 80 85 92 130 130 136 138 170 180 188 248 292 340 405 405



B (mm) 23.5 32.5 44 44 70 70 65 88 98 100 130 174 190 202.5 202.5



C (mm) 168 150 204 256 240 290 310 304 304 404 420 412 440 595 595



D (mm) 17 27 42 40 55 55 62 75 85 100 120 130 145 160 180



E (mm) 18 32 48 50 49 61 70 85 100 120 130 150 150 150 150



Weight (kg) 3 3 4 4.5 6 6.5 11 16 17 28 36 70 100 148 148



Drawings and picture references are for illustration purposes only.
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Visilink Load Link The Visilink load link has a high resolution built in display, which eliminates the need for a hand-held display unit, making it an economical alternative to a telemetry based system.



D B



C



E



Full Load (tonne) 5 12.5 25 35 50 75 100



A



A (mm) 130 130 136 138 170 180 188



B (mm) 32.5 44 70 65 88 98 100



C (mm) 243 256 290 310 304 304 404



D (mm) 27 40 55 62 75 85 100



E (mm) 32 50 61 70 85 100 120



Weight (kg) 3 4.5 6.5 11 16 17 28



Drawings and picture references are for illustration purposes only.
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Telemetry Load Link These load links offer increased safety and manoeuvrability. The problems associated with long lengths of trailing cable which become easily snagged and are prone to damage are eliminated, making them far more convenient to use.



D B



C



E



Full Load (tonne) 5 12.5 25 35 50 75 100 150 200 250 300 400



A



A (mm) 130 130 136 138 170 180 188 248 292 340 405 405



B (mm) 32.5 44 70 65 88 98 100 130 174 190 202.5 202.5



C (mm) 243 256 290 310 304 304 404 420 412 440 595 595



D (mm) 27 40 55 62 75 85 100 120 130 145 160 180



E (mm) 32 50 61 70 85 100 120 130 150 150 150 200



Weight (kg) 3 4.4 6.5 11 16 17 28 36 70 100 148 148



Drawings and picture references are for illustration purposes only.
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Load Pins The simplest and most reliable method of measuring load. Load pins are easily incorporated into the load path by replacing an existing load bearing pin. Capacities start at 2kgs to over 2000 tonnes. Bespoke, sub-sea and hazardous area load pins can be supplied. Features: Stainless steel construction Long design life Sealed to IP67 Suitable for use in zone 1 & 2 hazardous areas Special application options Welded 'up the hole' gauging Accurate amplifiers



Benefits: Simple to install new or retrofitted Bespoke solutions that meet the very specific customer requirements Long-term, reliable operation



Typical Suitable Connector Typical Cable Entry



Typical minimum diameter for a range of load ratings are: Load (tonne) Diameter (mm)



5 28



10 35



20 48



50 70



100 96



200 130



500 200



1000 290



Drawings and picture references are for illustration purposes only.
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Line Monitors Light weight, high accuracy line monitors that measure the tension in wire rope to ensure that mooring/winch tension remains within the safe working load. They are ideal for situations where a fixed means of measuring is impractical, and can be carried easily from application to application. Static and running line versions are available for sale and hire. Features: Aluminium or stainless steel construction Safe area and hazardous area models available Easy to use and set up Accurate readings throughout range of measurement Designed to suit wire rope sizes and load



Benefits: Highly accurate Simple to install Can be used at multiple sites Improved safety Flexibility of use Reliable, tried and tested product Cost effective solution



Drawings and picture references are for illustration purposes only.
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Static Line Tension Monitor Lightweight, high accuracy and low maintenance units with a wide range of rope sizes (7/8" to 2" diameter). Fully compliant with ATEX standards for use in hazardous areas. Measures line tension up to 50 tonnes.



240



320



121



Drawings and picture references are for illustration purposes only.
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Running Line Monitor High accuracy, corrosion free running line monitor that measures tension, speed and distance. Individual units are designed to suit wire rope sizes and load, and to optimise accuracy and repeatability, a 5 roller system of operation is applied. Suitable for use in hazardous areas and rated up to 100 tonnes.



A



C



B



Rope Diameter 10 13 16 19 22 26 28 32 36 38 45 52 65 81 100



A (mm) 730 720 720 720 810 810 810 963 963 963 1250 1250 1880 1880 2500



B (mm) 180 225 225 225 270 270 270 297 297 297 425 425 640 640 850



C (mm) 100 180 180 180 186 186 186 188 188 188 170 170 255 340 340



Weight (kg) 14 21.5 21.5 21.5 37 37 37 56 56 56 120 120 200 350 350



Drawings and picture references are for illustration purposes only.
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