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Multi-Volt LED Lighting



Produced & Assembled in The USA



LED TECHNOLOGY NON-CORROSIVE Wave Lighting is excited to introduce our new line of LED fixtures representing the future of lighting. Our commitment to deliver sustainable products in today’s green market has led us beyond the standard incandescent bulbs, to magnetic and electronic fluorescent, to GU24 and now on to LED. Incandescents convert less than 10 percent of the energy they consume into light, losing the rest as heat. Magnetic and electronic fluorescent lamps contain mercury which is harmful for the environment. Wave Lighting’s LED fixtures: utilize a fraction of the energy that incandescents use, are RoHS compliant, and contain no mercury. Our LED fixtures are a cost-effective option because of their long, maintenance free lifetime. An incandescent bulb has an approximate lifespan of 1,000 hours, CFLs are estimated at 10,000 hours, while our LEDs can continue to operate for at least 50,000 hours (L70). That is 50 times longer than the incandescent bulb and 5 times longer than the CFL.



LED Comparison 1 x 60W Incandescent Bulb = 1 x 13W Fluorescent Lamp (CFL) = L11 LED Array = 900 Lumens 1 x 100W Incandescent Bulb = 1 x 26W Fluorescent Lamp (CFL) = L22 LED Array = 1800 Lumens Energy Efficiency 



Incandescent Bulbs 



Fluorescent (CFL) 



LED



Watts Used Life Span (average) Annual Operating Cost 



60 watts 1,000 hours $26.28/year 



13 watt 10,000 hours $5.69/year 



11.3 watts 50,000 hours $4.95/year



Environmental 



Incandescent Bulbs 



Fluorescent (CFL) 



LED



Carbon Footprint Contains Mercury RoHS Compliant 



294 pounds/year No Yes 



64 pounds/year Yes No 



55 pounds/year No Yes



Important Facts 



Incandescent Bulbs 



Fluorescent (CFL) 



LED



Sensitivity to cold Sensitive to humidity On/off Cycling Turns on instantly Durable Heat Emitted 



Yes Yes Yes Yes No 85 btu’s/hour 



Yes Yes Yes No No 30 btu’s/hour 



No No No Yes Yes 3.4 btu’s/hour



NOTES: Information is based on 10 hrs a day at 12¢ per KW hour. Actual costs vary by location. Data is estimated. Due to variances in lamps from different manufacturers data may not be exact.



Fixture Specifications • Energy Star Qualified Models (where specified) • 120-277V Input Voltage, 50/60Hz • Estimated 50,000 Hrs L70 • 4000K Color Temperature, Approx. CRI 80 • Occupancy Sensor Option On Select Fixtures • Photocell Option On Select Fixtures (120V only) • LM79/LM80/TM21 Data Available On Request • Photometric/IES Data Available On Request • Thermally Protected Led Array
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WAVE LIGHTING • PHONE 877.870.WAVE (9283)



LED COLLECTION NON-CORROSIVE



S75VL-L11-BK GUIDE: S75TL-L11-WH-PC ITEM #



DIFFUSER



LIGHT SOURCE



COLOR



S75TL-1 S75VL*



ACRYLIC



LED 120-277V 4000k



BK-Black PC-Photocell WH-White Photocells are



Opal



L11- 4 Cree LED Array (10W) 11.3W Power Input 912 Lumens 80 Lumens Per Watt**



OPTION



only available for 120V applications



S75TL-1-L11-BK Photocell Location



SHADE DIAMETER: 10 1/16" 15"



EXTENDS: 11" H/CTR: 5 1/4" BACKPLATE: 5" x 5"



13" 13"



I.D. = 3" Photocell Location



10 1/16"



SHADE DIAMETER: 10 1/16"



S75TL-2-L22-WH



23 3/8"



13"



I.D. = 3"



GUIDE: S75TL-2-L22-WH ITEM #



DIFFUSER



S75TL-2* ACRYLIC Opal



LIGHT SOURCE



COLOR



LED 120-277V 4000k



BK-Black PC-Photocell WH-White Photocells are



L22- 2 X 4 Cree LED Array (18W) 22W Power Input 1824 Lumens 82 Lumens Per Watt**



OPTION



only available for 120V applications



** Measured from LED source. LM79/LM80/TM21 data available on request.



FAX 330.630.1994 • WWW.WAVELIGHTING.COM



Posts sold separately.
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LED COLLECTION NON-CORROSIVE Photocell Location



5"



Photocell Location



5 1/8"



Photocell Location



5 1/4" 5"



5 3/8"



10 3/8"



10 1/4"



POLYCARBONATE BACK PAN



ALUMINUM BACK PAN



H/CTR: 5 1/8"



H/CTR: 5 1/4"



S761WF-L22-WH



POLYCARBONATE BACK PAN



ALUMINUM BACK PAN



H/CTR: 5 1/8"



H/CTR: 5 1/4"



S772WF-L22-BK



DIFFUSER



LIGHT SOURCE



S761WF S772WF S791WF



POLYCARBONATE



POWDERCOATED ALUMINUM BACK PAN



L22- 8 Cree LED Array (18W) 22W Power Input 1824 Lumens 82 Lumens Per Watt**



H/CTR: 2 3/4"



10 1/2"



10 1/2"



4 1/4"



H/CTR: 3"



10 5/8"



4 1/4"



H/CTR: 3"



ALUMINUM BACK PAN



GUIDE: S76WF-L11-WH-PC ITEM #



DIFFUSER



LIGHT SOURCE



S76WF S771WF S77WF S79WF



POLYCARBONATE



POWDERCOATED ALUMINUM BACK PAN



Frosted Ribbed



LED 120-277V 4000k



L11- 4 Cree LED Array (10W) 11.3W Power Input 912 Lumens 80 Lumens Per Watt**



S77WF-L11-WH



10 1/2" H/CTR: 3" POLYCARBONATE BACK PAN



H/CTR: 3"



BK-Black 4 1/4" WH-White



ALUMINUM BACK PAN



10 1/2"



H/CTR: 2 3/4" POLYCARBONATE BACK PAN



S79WF-L11-BK



PC-Photocell



Photocells are 10 only 1/2" available for 120V POLYCARBONATE BACK PAN applications



H/CTR: 3"



6"



4 1/4"



H/CTR: 3"



** Measured from LED source. LM79/LM80/TM21 data available on request. 4 1/2"



H/CTR: 2 3/4"



5 7/8"



4"



OPTION



5 7/8"



6"



4



10 5/8"



4 1/2"



• WALL MOUNT 10 5/8" • INSECT RESISTANT ALUMINUM BACK PAN DESIGN



COLOR



H/CTR: 3"



6"



6" ALUMINUM BACK PAN



4 1/2"



10 1/2"



H/CTR: 2 3/4"POLYCARBONATE BACK PAN



10 5/8"



4 1/2"



10 5/8"



M BACK PAN



4 1/4"



10 1/2"



6"



H/CTR: 2 3/4"



5 7/8"



H/CTR: 2 3/4"



S771WF-L11-BK



6" PAN ALUMINUM BACK



4 1/2"



PC-Photocell



H/CTR: 2 3/4" 5 7/8" POLYCARBONATE BACK PAN



10 5/8"



4 1/2"



H/CTR: 5 1/4"



Photocells are only available for 120V applications



5 7/8"



10 1/2" H/CTR: 3" POLYCARBONATE BACK PAN



6"



H/CTR: 5 1/8"



OPTION



BK-Black WH-White



4 1/4"



S76WF-L11-WH



NATE BACK PAN



COLOR



LED 120-277V 4000k



H/CTR: 2 3/4"POLYCARBONATE5 BACK 7/8" PAN



ALUMINUM BACK PAN



• WALL OR CEILING MOUNT • INSECT RESISTANT DESIGN



ITEM #



5 7/8"



POLYCARBONATE BACK PAN



S791WF-L22-WH



GUIDE: S761WF-L22-WH-PC Frosted Ribbed



10 3/8"



10 1/4"



10 3/8"



10 1/4"



4 1/4"



5 1/4"



10 5/8"



ALUMINUM BACK PAN WAVE LIGHTING • PHONE 877.870.WAVE (9283)



10 5/8" ALUMINUM BACK PAN



LED COLLECTION NON-CORROSIVE



GUIDE: 156FM-L11-BK-PC ITEM #



LENS



CEILING MOUNT



LIGHT SOURCE



COLOR



OPTION



LED 120-277V 4000k



BK-Black WH-White



PC-Photocell



ALUMINUM BACK PAN



156FM



POLYPROPYLENE



157FM



POLYPROPYLENE



Frosted



8 1/4" Sq.



Frosted



L11- 4 Cree LED Array (10W) 11.3W Power Input 912 Lumens 80 Lumens Per Watt**



Photocells are only available for 120V applications



LED 120-277V 4000k



L22- 8 Cree LED Array (18W) 4 3/4" 22W Power Input 1824 Lumens 82 Lumens Per Watt**



156FM-L11-BK 8 1/4" Sq.



157FM-L22-WH



4 3/4"



10 1/4" Sq.



5 1/2"



10 1/4" Sq.



9 1/4" Sq.



5 1/2"



2"



8 3/8" sq



165FMF-L22-WH



PHOTO EYE KNOCKOUT



4 1/2"9 1/4" Sq.



3/4" CONDUIT KNOCKOUT



12" Sq.



2"



10" sq



2 1/4"



H/CTR: 5" BACKPLATE: 8 3/8" sq



• WALL OR CEILING MOUNT • VANDAL & INSECT RESISTANT DESIGN • KNOCKOUTS FOR CONDUIT



8 1/2" rd PHOTO EYE KNOCKOUT



164FM-L22-BK 12" Sq.



2 1/4"



4 1/2" 3/4" CONDUIT KNOCKOUT



9 7/8" rd available



H/CTR: 4 1/2" BACKPLATE: 8 1/2" rd



GUIDE: 164FM-L22-BK-PC ITEM #



DIFFUSER



LIGHT SOURCE



COLOR



164FM 165FM



POLYCARBONATE



LED 120-277V 4000k



BK-Black OS-Occupancy Sensor WH-White PC-Photocell



Opal F-Frosted Prismatic



L22- 8 Cree LED Array (18W) 22W Power Input 1824 Lumens 82 Lumens Per Watt**



OPTION



Photocells are only available for 120V applications



** Measured from LED source. LM79/LM80/TM21 data available on request.
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LED COLLECTION NON-CORROSIVE



210-BK-L11 EXTENDS: 5 3/4" H/CTR: 2 3/8" BACKPLATE: 4 3/4" x 4 1/2"



212-WH-L11



8"



4 1/2" EXTENDS: 6 1/2" H/CTR: 2 3/8" BACKPLATE: 4 3/4" x 4 1/2"



8"



EXTENDS: 5 3/4" H/CTR: 2 3/8" BACKPLATE: 4 3/4" x 4 1/2"



6"



GUIDE: 210-WH-L11 GLOBE/JAR



COLOR



LIGHT SOURCE



210 212 217



ACRYLIC



BK-Black WH-White



LED 120-277V 4000k



217-BK-L11 4 1/2"



EXTENDS: 5 3/4" H/CTR: 2 3/8" BACKPLATE: 4 3/4" x 4 1/2"



L11- 4 Cree LED Array (10W) 11.3W Power Input 912 Lumens 80 Lumens Per Watt**



ITEM #



DIFFUSER



LIGHT SOURCE



COLOR



785



ACRYLIC



LED 120-277V 4000k



BK-Black WH-White



L11- 4 Cree LED Array (10W) 11.3W Power Input 912 Lumens 80 Lumens Per Watt**



785-L11-BK



9"



6"



EXTENDS: 7" H/CTR: 4 1/4" BACKPLATE: 5 1/4" x 4 1/4"



** Measured from LED source
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9 1/2"



4 1/2"



GUIDE: 785-L11-BK Opal



9 1/2"



6"



ITEM #



Opal



4 1/2" EXTENDS: 5 3/4" H/CTR: 2 3/8" BACKPLATE: 4 3/4" x 4 1/2"



EXTENDS: 6 1/2" H/CTR: 2 3/8" BACKPLATE: 4 3/4" x 4 1/2"



8"



8"



WAVE LIGHTING • PHONE 877.870.WAVE (9283)



TURTLE/WILDLIFE FRIENDLY LED NON-CORROSIVE



• Meets Standards for Beachfront, Turtle Safe Lighting • Turtle/Wildlife Friendly 585nm - 595nm Amber or 4000k • Florida Wildlife Certified with Amber LED Light Source • 100% Cut-Off - Complies with Dark Sky Standards • Available with No Insignia, Lighthouse, Turtle, or Custom Insignia (consult factory for details) • Non-Corrosive Nylon Hardware



(N) No Insignia



(L) Lighthouse



7 1/8"



14 1/2"



S33WL-SN



GUIDE: S33WL-L11-SN-PC ITEM #



INSIGNIA



S33W N-No Insignia L-Lighthouse T-Turtle



LIGHT SOURCE



COLOR



Amber LED 120-277V 585-595nm



BK-Blackstone PC-Photocell WH-Whitestone SN-Sandstone GY-Graystone BZ-Bronzestone



L9*- 



4 Cree LED Array (7W) 9W Power Input 470 Lumens 52.2 Lumens Per Watt**



*Customizable Insignia Available. Consult Factory LED 120-277V 4000k L11- 4 Cree LED Array (10W) For Details 11.3W Power Input 912 Lumens 80 Lumens Per Watt** BK-BLACKSTONE



WH-WHITESTONE



(T) Turtle



EXTENDS: 4" H/CTR: 7 3/4" BACKPLATE: 14 1/8" x 6 3/4"



SN-SANDSTONE



GY-GRAYSTONE



Custom



OPTION



BZ-BRONZESTONE



S33WT-L9-WH • Wildlife Friendly 585nm - 595nm Amber or 4000k • Reduces Attraction from Insects and Wildlife • Non-Corrosive Nylon Hardware S32WC-BK



GUIDE: S32WC-L11-BK-PC ITEM #



7 1/8"



14 1/4"



DIFFUSER



LIGHT SOURCE



S32W ACRYLIC Amber LED 120-277V 585-595nm C-Clear Prismatic L9*- 4 Cree LED Array (7W) L-Opal 9W Power Input 470 Lumens 52.2 Lumens Per Watt** EXTENDS: 4" H/CTR: 7 1/2" BACKPLATE: 13 7/8" x 6 3/4"



COLOR



OPTION



BK-Blackstone PC-Photocell WH-Whitestone SN-Sandstone GY-Graystone BZ-Bronzestone



LED 120-277V 4000k



L11- 4 Cree LED Array (10W) 11.3W Power Input 912 Lumens 80 Lumens Per Watt**



** Measured from LED source. LM79/LM80/TM21 data available on request.
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